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About This Manual 

Before using the Phoenix P125 Motor Controller Traction Drive, please read this entire manual carefully 
to become familiar with the Controller’s features, benefits and operation. 

This manual provides the information necessary to understand, connect, and successfully configure the 
Phoenix P125 Motor Controller.  It explains the Controller’s functions, parameters, and usage, and 
provides general care and maintenance information as well as basic troubleshooting data. The 
document is intended for individuals who use the Phoenix P125 Motor Controller and for technicians 
performing maintenance. 

Precautions 

This document contains hazard statements for your safety. Hazard statements are provided where 
safety consequences to personnel, equipment, and operation can exist. Failure to follow these 
statements can have serious consequences. 

Icons are used to draw your attention to the appropriate type of statement. Refer to Figure 1 Precaution 
Statements for a sample of icons and statements. 

 

 

Note 
 
Notes provide supporting information on installation, configuration, and use of the product. Not 
following the instructions given in notes or other precautions can lead to equipment failure.  

 

Caution 
 
A caution statement indicates the presence of a hazard that can or will cause minor injury or 
property damage. 

 

Warning 
 
Warnings provide important information that must be followed to install, configure, and use the 
product safely and efficiently. Failure to follow the instructions given in a warning can potentially 
lead to equipment failure, damage to surrounding property, injury, or death. 
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Figure 1 Precaution Statements 

Terms and Definitions 

Table 1 defines the abbreviations and acronyms used in this document. 

Table 1  Abbreviations and Acronyms 

Term / Abbreviation / Acronym Definition 
ASIC Application-Specific Integrated Circuit 
BLDC Brushless DC 
CAN Controller Area Network 
CSLLC Control Solutions Limited Liability Company 
DC Direct Current 
EM Electromagnetic 
ESD Electro-Static Discharge 
FET Field Effect Transistor 
GND Ground 
GPIO General Purpose Input/Output 
HHP Hand-Held Programmer 
12C Inter-Integrated Circuit 
I/O Input/Output 
IEC International Electrotechnical Commission 
IP Ingress Protection 
ISO International Standards Organization 
Kg Kilogram 
LCD Liquid Crystal Display 
LED Light Emitting Diode 
PCB Printed Circuit Board 
POD Power on Demand 
PWM Pulse Width Modulation 
RJ Registered Jack 
RPM Revolutions Per Minute 
UART Universal Asynchronous Receiver Transmitter 
UL Underwriters’ Laboratories 
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References 

Table 2 lists publications containing additional information. 
 
Table 2   Related Publications 

Document Number Title 
000434A CS1171C Hand-Held Programmer Instruction Manual OEM 
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1 Introduction to Phoenix P125 Motor Controllers 

The Phoenix motor controller family is a fully-configurable microprocessor-based controller for light- to 
medium-duty DC motors. The controller is ideal for use in light industrial and commercial applications 
such as floor sweepers/scrubbers, material handling carts and personal mobility equipment. The 
controller family has multiple members based on optional features selected and output current 
requirements. The maximum current carrying capability is 100A continuous (250A peak).   

 

Note: 
 
All specifications stated within this document are subject to change without notice. 

 

The Phoenix P125 Motor Controller is a fully-programmable microprocessor-controlled medium- to 
heavy-duty permanent magnet motor controller. The Phoenix P125 Motor Controller is ideal for use on 
three- or four-wheeled mobility scooters as well as light industrial and commercial applications such as 
sweepers, scrubbers, and utility carts. It offers the highest in current-carrying capability of any motor 
controller its size in the industry today (the P125 carries up to 125 amps peak) and is available in several 
models: the P50, P125, and P250. The Phoenix P125 Motor Controller uses industry-standard 
connectors, which allows for simple change-over on existing product lines and field replacements.  The 
controller can also be designed for compatibility with CAN bus systems.   

Use the Error! Reference source not found.on page Error! Bookmark not defined. to select the right 
model for your needs.      

1.1 Features  

The Phoenix P125 Motor Controller includes the following features:  

• 24V, 36V, 48V motor control – brushed DC, sensored or sensorless BLDC 
• Programmable User I/O Configuration 
• Programmable power-saving timeout (sleep mode) 
• Programmable acceleration, deceleration and speed settings 
• Throttle control and Auto-Drive (pre-configured) Modes 
• Dual throttle support 
• Programmable throttle configuration (supports analog, hall effect, and serial throttles) 
• Integrated battery charging (requires external power supply) 
• RPM maintaining speed control (BLDC applications only) 
• BLDC stall detection 
• Throttle Fault Detection 
• Reverse battery protection 
• Low/high voltage shutdown 
• Automatic system voltage determination at power-up 
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• Over-temperature protection 
• Multiple current limiting modes 
• Power-up diagnostics  
• User Access via serial bus  
• Diagnostic interface capability (Requires external hardware) 
• CAN bus transceiver compliant to: ISO 11898-2 and ISO 11898-5  (see [1] for additional details) 
• Status LED on module and externally available  
• Battery and motor connection studs 
• UL Safety circuitry (Meets UL 3456) 
• ESD protection to IEC 61000-4-2 Class A 
 Four quadrant, full H-bridge design 
 Fully programmable 
 Designed and 100% manufactured in the U.S. 
 Designed to comply with U.S. and European regulations 
 LED diagnostic codes  
 Power on Demand — The Controller outputs the current necessary to instantly overcome 

obstacles such as ramps, curbs, etc. 
 Anti-Rollback — Virtually no roll-back when stopping on inclines 
 ASIC Technology — Our own custom mixed-signal Application-Specific Integrated Circuit (ASIC) 

enables us to have decreased component count, which results in increased reliability 
 UL recognized components 
 Programmable power-saving timeout 
 Multiple drive modes 
 Anti-jolt on power-down 
 On-board integrated charging control 
 Throttle fault detection 
 Low/high voltage shutdown 
 Over-temperature protection 
 High pedal disable 
 Power-up diagnostics (brake/motor/etc.) 
 Available with optional CAN bus programmability 
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1.2 Safety  

Working with electric vehicles and batteries can be dangerous. Take proper precautions when setting up 
an electric vehicle or when working with batteries. 

 

 

Caution: Vehicle Runaways – Malfunctions regarding operating conditions can occur when 
working with electric vehicles that can cause them to run. When working with or setting up an 
electric-powered vehicle, it is highly recommended that you support the vehicle in a safe manner 
with the drive wheels off the ground or disconnect the motor wires. 

 

Warning: Battery Arcs – Short-circuiting the battery terminals or connections can cause an electric 
arc. Always disconnect the battery connections when installing or working with high-current 
vehicle batteries. It is recommended that you use insulated tools and wear safety glasses when 
working with high-power batteries. 

 

Warning: Battery Precautions – Normal charging and discharging of lead acid batteries produces 
hydrogen gas, which is extremely flammable and explosive. Follow the battery manufacturer's 
safety precautions and recommendations when working with lead acid batteries. Always wear 
safety glasses. 
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2 Features and Specifications  

The Phoenix family of motor controllers can be divided into several major categories, with the primary 
distinction between each being the current limit. (See Table 13  P125 Motor Controller Specifications.` 

Table 3 shows the unique features of the Phoenix P125.  For the specifications table, see Table 13  P125 
Motor Controller Specifications.` 

Table 3  Phoenix 125 Category Distinctions 

Feature P125 Models 

Motor Types supported BLDC, Brushed 

Interface options  I2C, UART, CAN 

Reverse Battery Protection Yes (on board contactor) 

Charging options Yes (optional): contact CSLLC for options 

UL Safety (UL584)  Yes 

External Brake Support Yes 
 

Enclosure Options Yes (available without enclosure) 

Miscellaneous I/O Options  ____________________0-60 volts 

 
 

2.1 Electrical Specifications 

Table 4 sets out the electrical specifications. 

Table 4 Electrical Specifications 

Electrical Specifications Minimum Nominal Maximum Units 

Current (continuous) 50A 

Current (peak) 125A 

Voltage (nominal) 24, 36,48V 

Voltage (min, max) 18V, 60V 

Current Limit (P125)  50 125 Amperes 
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Electrical Specifications Minimum Nominal Maximum Units 

EM Brake Output Current   1.25 Amperes 

Key Switch Input Voltage 0  60 Volts 

Key Switch Current   1.5 milliAmperes 

Standby Current @24V   100 milliAmperes 

Sleep Current (inactivity timeout) 
@24V 

  100 microAmperes 

Digital inputs  0  60 Volts 

Throttle Input Range (Nominal 
indicates typical range) 

0  5 Volts 

Throttle Type Potentiometer, Hall Effect, Serial Digital.  
Uni-, or Bi-directional 

 

Aux Output 2 (open collector) 0  100 milliAmperes 

Integrated Battery Charging Current 0  5 Amperes 

Peripheral power supply current 
limit (P5V, P15V) 

0  200  milliAmperes 
(each) 

 
 

2.2 Mechanical Specifications 

Table 5 sets out the mechanical specifications. 

Table 5  Mechanical Specifications 

Mechanical Specifications Minimum Nominal Maximum Units 

Operating Ambient Temperature –10 Standard; 
–40 Optional 

25 60 ºC 

Flammability Rating UL94V-0  

Physical Size – Packaged 3.3 x 5.8 x 1.8  Inches 

Weight 0.37   

Heatsink Integrated   

Environmental protection IP65 
 

 

Power Connections (Motor & Battery) M5x0.8 threaded studs  
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Mechanical Specifications Minimum Nominal Maximum Units 

Signal Connections Tyco 26-pin  

Integrated Charging Power Supply 
Connection 

Tyco 4-pin   

 
 

2.3 Interconnects 

2.3.1 Motor Connections  

For Motor Connections, the connection style is wire-to-board Connector, M5x0.8 threaded stud; the 
connector manufacturer and series are CS Custom. 

Table 6  Motor Connection 1 TOGETHER: A, B, C 

Signal Name Type Direction Range Bandwidth Other 
Requirements 

MOTOR_A Analog, High 
Current 

Output 0-125A N/A N/A 

MOTOR_B Analog, High 
Current 

Output 0-125A N/A N/A 

MOTOR_C Analog, High 
Current 

Output 0-125A N/A N/A 

 
 

2.3.2 Battery Positive 

For Battery Positive, the connection style, wire-to-board connector is M5x0.8 threaded stud; the 
connector manufacturer and series and CS Custom.  

Table 7  Battery Positive 

Signal Name Type Direction Range Bandwidth Other 
Requirements 

BATT+ Analog, High 
Current 

Input 0-60V N/A N/A 
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2.3.3 Battery Negative 

For Battery Negative, the connection style is wire-to-board connector, M5x0.8 threaded stud; the 
connector manufacturer and series are CS Custom. 

Table 8  Battery Negative 

Signal Name Type Direction Range Bandwidth Other 
Requirements 

BATT- Analog, High 
Current 

Input 0V N/A N/A 

 

2.3.4 Integrated Charging Power Supply Input 

For the Integrated Charging Power Supply Input, the connection style is wire-to-board connector, 
locking, through-hole, 0.165” pitch, UL94V-0; the connector manufacturer and series are Tyco MPN: 
______________ or equivalent. 

Table 9  Integrated Charging Power Supply Input 

Signal Name Type Direction Range Bandwidth Other 
Requirements 

CHARGE+ DC Voltage Input 0-30VDC, 
5A(max) 

N/A N/A 

CHARGE- AC Voltage Input 0VDC N/A N/A 

 

2.3.5 User Control and Signal Connector 

For the User Control and Signal Connector, the connection style is Wire-to-board Connector, Locking, 
Through-Hole, 0.118” pitch, UL94V-0; the connector manufacturer and series are TE Connectivity Micro-
MATE-N-LOK (P/N 5-794630-4) or equivalent. 

Table 10  User Control and Signal Connector 

Signal Name Type Direction Range Bandwidth Other 
Requirements 

ESTOP Digital or Dry 
Contact 

Input 0-VBATT VDC N/A  

MODE Digital or Dry 
Contact 

Input 0-60V  N/A  
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Signal Name Type Direction Range Bandwidth Other 
Requirements 

FWD/REV  Digital or Dry 
Contact 

Input 0-60V N/A  

KEYSW HIGH Digital or Dry 
Contact 

Input 0-VBATT VDC N/A  

KEYSW LOW ______ ______ ______ ______ ______ 

RELAY Digital (current 
sink) 

Output 0.7A (max) N/A  

CANH Digital Bi-directional 0-5VDC 500 kHz Differential 
signal with 

CANL 

CANL Digital Bi-directional 0-5VDC 500 kHz Differential 
signal with 

CANH 

TPOTL Analog Output 0VDC N/A  

TPOTC Analog or Pot Input 0-5VDC N/A  

TPOTH Analog Output 5VDC N/A  

AUXIN/BRKREL  Digital, Analog 
or Dry Contact 

Input 0-10VDC N/A  

AUXOUT Analog or 
Digital 

Output 0-10VDC N/A Drives horn 
output when 
beep features 

enabled. 

GPIO1 (SCL) Digital Output 0-5VDC 1 MHz I2C support for 
legacy devices 
only—not for 
new design.  

When I2C not 
used, GPIO2 

cam drive 
status LED. 

GPIO2 (SDA) Digital or Dry 
Contact 

Bi-directional 0-5VDC 1 MHz 

EMBRK+ Analog Output 0-VBATT VDC N/A Voltage can be 
modulated via 
PWM below 

VBATT via 
controller 

setting. 

EMBRK- Analog 
(current sink) 

Output 0-VBATT VDC, 

1.25A(max) 
N/A 
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Signal Name Type Direction Range Bandwidth Other 
Requirements 

PHASEA Analog Input 0-15VDC N/A  

PHASEB Analog Input 0-15VDC N/A  

PHASEC Analog Input 0-15VDC N/A  

P5V Power Output 5VDC N/A 30 mA (max) 

P15V Power Output 15VDC N/A Unregulated. 

GND Ground N/A 0VDC N/A  

BATT+ Power Input VBATT N/A  

GND Ground N/A 0VDC N/A  

 

2.4 Diagnostic Data ………………………………………………..Done  

The following parameters are read only values that can be accessed via the serial bus(es) of the device 
for system performance and debugging purposes.   

Table 11  Diagnostic Data 

Parameter Description 

Hour Meter Displays the number of hours the controller has operated.  

Low Batt  Displays the number of hours the controller has operated with the battery voltage 
input below the low voltage threshold.  

Overtemp Display the number of over temperature faults that have occurred.  

Tht Faults Display the number of throttle faults that have occurred. 

Chg NoFloat Displays the number of times the charge cycle did not complete (integrated charging 
only).  

Fault Log  Contains the last 16 diagnostic fault codes.  

Product ID Displays the controller’s 4-digit CS product identification.  

FW rev h Displays the firmware revision of the controller. 
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Parameter Description 

FW rev l Displays the firmware revision of the controller. 

Serial # Display the controller’s serial number.  

PWM Displays, in real time, the set percentage of drive output (PWM).  

Speed  Displays, in real time, the target speed percentage.  

Throt V Displays in real time, the throttle input voltage in volts.  

Throt val Displays in real time the absolute throttle percentage from neutral with respect to the 
throttle input range. 

Battery V Displays, in real time, the battery voltage.  

Temp Displays in real time, the temperature of the drive FET transistors. 

Current A Displays in real time, the motor current in Amps. 

MODE input Displays, in real time, the start of the MODE pin.   

ESTOP input Displays, in real time, the start of the ESTOP pin.   

Charging Displays in real time, when Charge Mode is active (integrated charging only). 

Keyswitch input Displays, in real time, when KEYSWITCH is active. 

FWD/REV input Displays, in real time, when the DIRECTION input is active. 

Chrge time Displays elapsed time for current charging cycle.  

Chrge mode Displays, in real time, the current state of the charge cycle (e.g., bulk, cell-balance, 
float).  
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2.5 Configurable Parameters  

The following table lists the user configurable parameters available to tune the performance                                                                                                                             
and behavior of the controller.                                                                                                                                                                                                                             

Table 12  Configurable Parameters 

Parameter Description 

FWD speed Sets the percentage of the maximum forward speed allowed to the motor when the 
throttle has reached the full forward position.  

RVS speed Sets the percentage of the maximum reverse speed allowed to the motor when the 
throttle has reached the full reverse position.  

Min speed Sets the minimum percentage of speed.  

Creep speed Set the minimum percentage speed applied to the motor after throttle exceeds 
deadband.  

FWD accel Sets the amount of forward acceleration.  

FWD decel Sets the amount of forward deceleration.  

FWD>RVSdcl Sets the amount of forward deceleration during a forward-to-reverse direction 
change of throttle.  

RVS accel Sets the amount of reverse acceleration 

RVS decel Sets the amount of reverse deceleration.  

RVS>FWDdcl Sets the amount of reverse deceleration during a reverse-to-forward direction change 
of throttle.  

Keyoff dcl Sets a filter constant for key switch off or active quickstop condition 

Pwr On Demand Sets the motor compensation which is the calibration value used to compensate 
speed control for varying terrain. 

POD rspns Set the POD compensation response 

Save POD When On, saves the real-time motor compensation values and automatically 
reapplies them when stopping and restarting on an incline to prevent rollback.  
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Parameter Description 

Throtl scl Sets the throttle scale which determines the throttle pot voltage needed for full 
speed, and sets the amount of throttle movement necessary to obtain full throttle. 

Deadband Sets the throttle pot range that the controller determines as neutral.  

Failband Throttle Failband provides a safety feature to protect against throttle shorts to 
ground or 5V, which could lead to dangerous runaways. 

Ramp shape Sets the shape of the throttle curves.  

Brake time Sets the nominal amount of time from when the motor PWM=0 until the EM Brake is 
de-energized 

Timeout The length of time before the controller powers down after inactivity.  

Flash V Sets the point when the battery voltage reaches the desired low voltage threshold.  

Full V Sets the desired point when the battery voltage level is considered to be fully 
charged.  

Flash estop When sets to on, pulses status output at 2Hz when ESTOP input is active.  

Fail dbstrt When on, pulses the status LED with error code information.  

Cur lim lo  Sets the Current Limit Lower Bound, maximum current allowable.  

Cur lim hi Sets the Current Limit Upper Bound, maximum current allowable.  

Cur time Sets the delay time before a controls reduces the current limit from the upper bound 
to the lower bound.  

MODE FWD spd Sets the percentage of the maximum forward speed allowed to the motor when the 
throttle has reached the full forward position and MODE input active.  

MODE RVS spd Sets the percentage of the maximum indoor reverse speed allowed to the motor 
when the throttle has reached the full reverse position and MODE input active. 

MODE Crp speed Set the minimum percentage speed applied to the motor after throttle exceeds 
deadband when the MODE input is active.  



   
 
 
 

 
Phoenix P125 Motor Controller User Guide  Section 2  Features and Specifications     18 

Parameter Description 

MODE FWD acl Sets the amount of indoor forward acceleration when the MODE input is active.  

MODE FWD dcl Sets the amount of indoor forward deceleration when the MODE input is active. 

MODE FWD dch Sets the amount of indoor forward deceleration during a forward-to-reverse direction 
change of throttle when the MODE input is active. 

MODE RVS acl Sets the amount of indoor reverse acceleration when the MODE input is active. 

MODE RVS dcl Sets the amount of indoor reverse deceleration when the MODE input is active. 

MODE RVS dch Sets the amount of indoor reverse deceleration during a reverse-to-forward direction 
change of throttle when the MODE input is active. 

MODE POD Sets the motor compensation which is the calibration value used to compensate 
speed control for varying terrain when the MODE input is active.  

MODE POD rspns Set the POD compensation response when the MODE input is active.  

QSTP Rev time Duration of time the motor is driven in the opposite direction when an ESTOP event is 
detected.  

Regen Enable/disable regenerative braking.  

Idle push Allow the unit to be manually pushed.  

Serial throt When set, configures the controller to respond to throttle from an Enhanced Deluxe 
Display. (LEGACY SUPPORT ONLY) 

Analog throt When set, configures the controller to respond to an analog throttle connected to 
TPOTC input. 

Sertht throt When set to On, configures the controller to respond to the speed control pot from 
an Enhanced Deluxe Display as a throttle. (LEGACY SUPPORT ONLY) 

Invrt sertht When set to On while Sertht throt is enabled, inverts the operation of the response to 
the speed control. 

Rollbck A Speeds up the activation of the EM brake when stopping on an incline to prevent 
rollback on an incline.  
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Parameter Description 

In/Out cur When set, uses the upper bound current limit setting when in MODE input active, and 
the lower bound current limit setting when in MODE input inactive. 

Shutdown V Voltage level of the battery, that when reached, shuts down the controller.  

EMBrake V Sets the desired EM brake voltage. The EM brake output is pulse width modulated to 
achieve values lower than the actual battery voltage.  

RVS beep When set, enables a horn beep (i.e. pulses AUXOUT) (if equipped) when the controller 
is in reverse. 

Beep error When set, enables a horn beep (i.e. pulses AUXOUT)  (if equipped) when a controller 
error code is present. The horn will pulse out the error code, similar to the LED 
modulation for an error code. 

Diagnostics When set, the controller performs general power-up self-diagnostics. Diagnostics are 
not performed when powering up in charge mode. 

Brake diag When set, electromagnetic (EM) brake diagnostics are enabled at power-up. 

Fast curlim When set, the current limit characteristic of the controller will recover quickly in 
response to motor current, versus a slower cutback and recover. 

Step curlim When set, the current limit decay function changes to an abrupt step function. 

Moment key When set, the system turns On and Off with a pushbutton or momentary contact of 
the key switch.  

ESTOP hi  Sets active state of ESTOP input to high.  

MODE hi Sets active state of MODE input to high.  

Unidir thrt When set, the full throttle displacement controls speed only, i.e. 0V to 5V (default 
forward), and direction is controlled by the FWD/RVS input.  

0V tht neut When set, throttle neutral voltage will be 0V (typical 2-wire throttle, foot pedal 
control), else the throttle neutral voltage will be 2.5V (typical 3-wire throttle, wig-wag 
control). 
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Parameter Description 

AnIn throt When set, the controller will respond to an analog max-speed control directly 
connected to AUXIN input. 

Invert thrt When set, throttle actuation is inverted such that a default forward actuation of the 
throttle results in reverse movement. 

 

2.6 Phoenix P125 Motor Controller Specifications  

[Information about the P125]  

Table 13  P125 Motor Controller Specifications 

Specification Min Nominal Max Units 
Input voltage    48  VDC 
Current limit 1 2 seconds2 — _____3  Amps 
Current limit 2 minutes     
Current limit 1 hour     
Continuous current  — _____  Amps 
EM brake current — ______  Amps 
Key switch current -- low — ______  mAmps 
Key switch current -- high    mAmps 
Continuous key switch current — ______  mAmps 
Idle current — ______  mAmps 
Sleep mode current — —  mAmps 
Quiescent current (key-off)     
Operating ambient temperature    °C 
Optimal temperature range 
(available on request) 

   °C 

Flammability rating — — — UL94V 
Weight — 0.37 — Kg 
Ingress protection  IP65   
Integrated charging current   
Throttle      
E-Stop (Inhibit) Input  0  60 Volts 
Mode Select Input 0   60 Volts 
Direction (F/R) Input 0  60 Volts 

 
1 These parameters are programmable. 
2 Actual current limits dependent upon _______________________________. 
3 Depends on build option. The Phoenix P125 is available in 150A peak and 110A peak versions.  
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Specification Min Nominal Max Units 
Aux Output 1  0  10 Volts 
Specifications are subject to change without notice. 

 
FOR REFERENCE ONLY – THIS IS FROM THE NOVEMBER VERSION 

Specification Min Nominal Max Units 
Input voltage – normally powered by 
external battery pack at 48VDC nominal 

35 48 60 VDC 

Input voltage  12Vdc (P50)    Volts 
Input voltage 24Vdc (P125)    Volts 
Input voltage 36Vdc (P250)    Volts 
Peak current limit4 — 905 — Amps 
Continuous current limit1 — 64 — Amps 
EM brake output current — 1.0 — Amps 
Key switch surge current` — 2.0 4.0 mAmps 
Continuous key switch current — 1.5 2.0 mAmps 
Standby current @ 24V — 30  mAmps 
Inactivity timeout current @ 24V — — <1.0 mAmps 
Operating ambient temperature -10  50 °C 
Extended ambient temperature  
(available on request) 

-40 25 60 °C 

Enclosure flammability rating — — — UL94V 
Physical size — 3.3x5.8x1.8 — Inches 
Weight — 0.37 — Kg 
Ingress protection  IP65   
CAN bus interface 
J1939-style messaging 

 CAN2.0B   

Operating voltage (Vbatt)     
Reverse supply voltage     
Quiescent current (idle)     
Quiescent current (sleep)     
Quiescent current (key-off)     
Charging current     
Throttle resistance (pin 2 - pin 8)     
Speed limit pot – pin 9 (linear)     
Speed reduction wiper – Pin 4, 6 or 12 
(log) 

    

Current rating P50     
Continuous (@ 20°C ambient)       
Peak (180 seconds @ 20°C initial)  
See warning below 

    

 
4 These parameters are programmable. 
5 Depends on build option. The Phoenix PMDC is available in 150A peak and 110A peak versions. 
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Specification Min Nominal Max Units 
Boost current     
Boosted current     
Boost time     

Current rating P125     
Continuous (@ 20°C ambient)       
Peak (180 seconds @ 20°C initial) 
See warning below 

    

Boost current     
Boosted current     
Boost time     

Current rating P250     
Continuous (@ 20°C ambient)       
Peak (180 seconds @ 20°C initial) 
See warning below 

    

Boost current     
Boosted current     
Boost time     

Specifications are subject to change without notice. 
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Table 14  Electrical Specifications 

Parameter Description 
Compatible Battery Supply 24-48V supply, 2-4 12V in series, circuit breaker protected 
Compatible Motor 24-48V BLDC, PMAC, or BPMDC DC permanent magnet type, typically 

rated 200-1000 watts. 
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3 Installation and Wiring  

The Phoenix P125 Motor Controller is mounted with an enclosure for protection against moisture and 
dust/dirt. Use the following guidelines when wiring your motor controller. 

3.1 General Wiring Recommendations  

Please observe these guidelines.  
 Cabling: Keep cables as short as possible.   
 Cabling: Make sure the cabling you use can withstand elements and stress points.  
 Cabling: Avoid using damaged cables; they can cause a fire.  
 Cabling: Avoid contact with flammable material. 
 Cabling: Install cables in such a way that users cannot reach them.  
 Connections: The controller and speed setting potentiometers must be electrically connected to 

the vehicle frame. 
 Connections: The vehicle frame must not be used as the earth return. International safety 

standards prohibit any electrical low-resistance connection to the frame as a safety risk.. 
 Exposure: Avoid the exposure of electrical connections. Insulate exposed connections.  
 Routing: If possible, do not route cables near the motor case. 
 Screws: Use only supplied terminal screws. 
 Size: The wire size must be as large as possible. 
 Size: Refer to the wiring sections for minimum wire sizes. 
 Size: Do not use wire sizes smaller than 0.5mm2/AWG20 for low current signals. Such wiring is 

not strong enough. 
 Wiring: Avoid wire loops, particularly loops of single wires instead of multiple wires. 
 Wiring: Run wires in pairs or bunches.  Note that wires can come in bundles of two or three 

wires. 
 

 

Warning  
 
 Cable routing: When routing cables, you must route them in such a way as to prohibit water 

entry or undue stress or strain on the cables. Also, make sure the cables do not extend beyond 
the vehicle, and that they are not inhibited by a seat raise or other moving parts.  

 Unit replacement: Before replacing or moving the motor controller, disconnect all the cables of 
the vehicle at the powered end. 

 Service manual: The documentation that accompanied the vehicle should specify inspection 
and maintenance requirements for connectors and cables.  

 Safety: The installer must make sure that the finished wiring is installed correctly and safely.  
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 Security: Disable the vehicle before making changes to the connections by: disconnecting the 
motor or batteries, or placing the drive wheels up off of the floor, or placing the battery circuit 
breaker in the open position.  

 ISO requirements: Cover the battery and motor connectors with a cover that cannot be 
removed without certain tools, or otherwise install them such that they cannot be adjusted.  

 

 

3.2 Mounting the Controller and Enclosure  

The Phoenix P125 motor controllers are equipped with four mounting holes, located at the corners of 
the unit. The mounting holes are sized for an 8x32 screw. The Phoenix P125 motor controller can be 
oriented in any position, but you must take into consideration the height of your model. It is 
recommended that the unit be positioned in a manner to keep it away from excessive dirt and moisture 
in order to prevent damage. Additionally, the installation location should have proper airflow to keep 
the ambient temperature below 45° C. It is recommended to use #6 screws at 0.5 foot-pounds (six inch-
pounds) torque. 

 

3.2.1 P125 Motor Controller Dimensions and Connectors  

Figure 2 shows the dimensions for the Phoenix P125. 

Figure 2 Dimensions of the P125 

 

Figure 3 shows the Phoenix P125 connectors: 

 

Figure 3  Connectors 

Table 15 lists the Phoenix P125 connectors. 

Table 15  Motor Controller Connections 

Label Connector Type Connector Function  
J2 Four-pin Charging connector 
J3 Two-pin EM brake connector 
J5 24-pin TE I/O such as throttle, LEDs, and other controls 

BATT + Positive voltage input Battery + terminal 
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Label Connector Type Connector Function  
BATT – Negative voltage input Battery – terminal 

Motor Terminal W Motor Phase W High current connection to motor 
Motor Terminal V Motor Phase V High current connection to motor 
Motor Terminal U Motor Phase U High current connection to motor 

 

3.2.2 Pin-Out Definitions  

The following material provides a diagram and pin-out definition for each connector on the Phoenix 
P125. 

3.2.2.1 24-Pin Input/Output Connector (J5) ………………….. 

Figure 4 and Table 16 describe the J5 24-pin input/output connectors. 

 

 
Figure 4  24-Pin Input/Output Connector (J5) 

Connector: TE Connectivity P/N 5-794630-4 Micro MATE-N-LOK 
Mate(s): TE Connectivity P/N 2-794617-4                
 
Table 16   24-Pin Input/Output Connectors (J5) 

Pin Name Description Q 
1 TPOTL  TPOT Low: Low Potentiometer 

Reference 
Throttle potentiometer 

2 CAN-H CANBUS High Signal CAN Bus communication to NGC. Can be 
connected to fully-terminated CAN Bus. 

3 CAN-L CANBUS Low Signal CAN Bus communication to NGC. Can be 
connected to fully-terminated CAN Bus. 

4 GP_DIN2 General purpose digital input Can be used to indicate legacy function 
s QKSTP and IN/OUT but can be redefined 
for future applications 

5 Relay OC Drives an external relay Digital output under direct control of 
microprocessor; provides control for 
external pass relay for applications that 
require the function. 



   
 
 
 

 
Phoenix P125 Motor Controller User Guide  Section 4  Controller Setup     28 

Pin Name Description Q 
6 GP_DIN1 General purpose digital input  Can be used to indicate legacy functions 

QKSTP and IN/OUT but can be redefined 
for future applications 

7 OC_OUT Open-collector digital driver Can be used to continuously sync up to 
500mA; can drive a variety of devices such 
as relays, buzzers, LEDs 

8 TX_MAIN SDA Serial Data Signal; forms I2C 
serial comms link between on-
board microprocessor and HHP. 
Transmit signal to form UART 
comm link to on-board 
microprocessor 

Typically dedicated to on-board comms 
between main operating microprocessor 
and dedicated CAN Bus comm 
microprocessor; can be configured for use 
as customizable external serial comms link 

9 RX_MAIN SCL Serial Clock Signal; forms I2C 
serial comms link between on-
board microprocessor and HHP. 
Receive signal to form UART 
comm link to on-board 
microprocessor. 

Typically dedicated to on-board comms 
between main operating microprocessor 
and dedicated CAN Bus comm 
microprocessor; can be configured for use 
as customizable external serial comms link 

10 TPOTH TPOT High: High Potentiometer 
Reference 

Throttle potentiometer 

11 P5V EXT P5V is a positive 5VDC regulated 
output which can be used to 
supply external circuitry.  This 
output is current limit protected 
at approximately 30mA. 

Excitation voltage to half-effect position 
sensors, or to throttle potentiometers.   

12 P15V EXT P15V is a positive 15VDC 
unregulated output which is 
protected by a 235-ohm series 
source resistance. 

Excitation voltage to half-effect position 
sensors 

13 TPOTC TPOT Center: Analog input used 
to control motor speed. 
Acceptable voltage range is 
dependent on state of 
TPOT_PD1 and TPOT_PD2 
signals. 

Speed control 

14 SWITCH_LOW Digital input turns NGC unit on 
and off. 

Asserted low, so NGC switches from Off to 
On when signal is pulled to GND.  
Alternately, see SWITCH_HIGH. 

15 ANIN Analog input Secondary analog input for a variety of 
proportional control functions; response 
can be customized via firmware to meet 
needs of a specific application. See 18 
ANIN. 
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Pin Name Description Q 
16 PWM_ANALOG_2 Analog Output (0-5V) Analog output that can be customized via 

firmware to meet the needs of a specific 
application. 

17 PWM_ANALOG_1 Analog Output (0-5V) Analog output that can be customized via 
firmware to meet the needs of a specific 
application. 

18 ANIN Signal ground Secondary analog input for a variety of 
proportional control functions; response 
can be customized via firmware to meet 
needs of a specific application. See 15 
ANIN. 

19 POS_SENSE_CD Motor Position sensor input C 
(W) 

Digital input to receive position sensor 
signals from half-effect sensors within the 
motor. 

20 POS_SENSE_BD Motor Position sensor input B 
(V) 

Digital input to receive position sensor 
signals from half-effect sensors within the 
motor. 

21 POS_SENSE_AD Motor Position sensor input A 
(U) 

Digital input to receive position sensor 
signals from half-effect sensors within the 
motor. 

22 SWITCH_HIGH Digital input turns NGC unit on 
and off. 

Asserted high, so NGC switches from Off 
to On when positive voltage is applied. 
Exclusive of Switch Low signal. Alternately, 
see SWITCH_LOW 

23 REVERSE Reverses direction of motor Can also be considered for general usage 
to meet needs of an application. Has 
different input control characteristics than 
GP_DIN(1/2); this signal can be controlled 
with open/closed switch or by drive 
voltage. 

24 BATT Voltage supply at VBAT  
 

3.2.2.2 2-pin Charging Connector (J2) 

Table 17 shows the J2 2-pin Charging pin numbering and provides a pin to name and description cross-
reference. 

Table 17  2-pin Charging Connector J2 

J2 Connector Pin Name Description 
 
 1 Charging connector Raise charge (output) 
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J2 Connector Pin Name Description 

 
 

 
 
 

2 

Charging connector V_Charge (input to 
board) 
(Charge_N) 

 3 ______________ ______________ 
 4 ______________ ______________ 

 

3.2.2.3 2-pin EM Brake Connector (J3)  

Table 18 shows the J3 2-pin EM Brake pin numbering and provides a pin-to-name-and-description cross-
reference. 

Table 18  2-pin EM Brake Connector (J3) 

J3 Connector Pin Name Description 
 
 

 
 

1 

EM brake connector Fet_pwr 
(switched battery voltage) 
 
 
 

2 

EM brake connector Brake activator signal 
(open drain brake drive signal) 
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3.3 Wiring Diagrams 

Figure 5 shows a wiring diagram of a typical Phoenix P125 Motor Controller application.              

 

 
Figure 5  Typical Application 

 

3.4 Select Wiring Options … 

This section describes select wiring options. 

3.4.1 Throttle Wiring … 

A three-wire potentiometer throttle can be used to control the motor speed. Figure 6 shows how to 
wire a throttle potentiometer for a standard configuration. 
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Figure 6  Standard Configuration Wiring 

 

Figure 7 shows how to wire the throttle potentiometer when a max speed pot is used. 

 
Figure 7  Maximum/Minimum Application Wiring 

 
Figure 8 shows how to wire the potentiometer when a max/min pot is used in conjunction with the 
ANIN signal on pin 18 of J7. 

 

Note: 
 
The controller must be specifically programmed for this configuration. 
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Figure 8  ANIN Max/Min Application Wiring 

3.4.2 Key Switch Wiring 

Figure 9 shows two options to wire a key switch to the controller. When the switch is closed, the 
controller is powered on. When the switch is open, the controller is powered off. The value of R is 
4.7kΩ.  

 
Figure 9  Key Switch Wiring Options 

Using a red LED with a 4.7KΩ resistor, the above circuit would provide approximately 5 ma of current. 
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3.4.3 Drive Mode Selector Switch Wiring … 

Figure 10 shows how to wire a drive mode selector switch to the controller. The drive mode selector 
switches between Mode 1 and Mode 2 (which are also referred to as Indoor and Outdoor). These modes 
can be individually programmed to provide different max speeds, accelerations, etc. When the switch is 
open, the controller is in Drive Mode 1; when the switch is closed, the controller is in Drive Mode 2. 

 

 
Figure 10  Drive Mode Wiring 

3.4.4 Quickstop Switch Wiring  

Depending on the module configuration, quickstop can be wired as active (+5 V) or passive (GND). Figure 
11 shows how to wire a passive quickstop configuration. When the switch is closed, quickstop is 
activated. When the switch is open, quickstop is inhibited. 

***  
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Figure 11  Quickstop Switch Wiring 

 

 

Note:  In addition to the wired configuration there is a Qstop hi parameter (see Options Sub-
Menu on page 61 of this document) that impacts quickstop activation. See the table below to 
properly configure the Qstop hi parameter with the external switch to disable the motor. 
 

Qstop hi (on HHP) External Switch Motor 
On Open Disabled 
Off Closed Disabled 

 

 

3.4.5 Forward/Reverse Switch Wiring  

Figure 12 shows how to wire a Forward/Reverse switch to the controller. The forward/reverse switch 
changes the motor’s direction.               

 
Figure 12  Forward/Reverse Wiring 
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4 Controller Setup 

 
This section of the manual provides instructions and guidelines on how to configure and program the 
most commonly used parameters of the Phoenix P125. It includes instructions on setting up the throttle, 
and on vehicle performance parameters.   

Setting up the Phoenix P125 requires the use of a CS1171 Hand-Held Programmer (HHP). If you are not 
familiar with the CS1171 HHP, refer to section CS1171 Hand-Held Programmer that begins on page 45. 
That section includes general layout and navigation information as well as detailed information related 
to the various parameters. 

 

Caution 

Before performing the setup procedures, it is important that you support the vehicle on jacks 
or blocks to prevent the drive wheels from touching the ground, allowing them to spin freely 
without obstruction. Doing so will prevent unattended dangerous vehicle movement.  

Double-check all wiring to ensure there are no shorts and that everything is properly wired 
according to the wiring diagrams in Wiring Diagrams on page 31 of this manual.  
Be sure to wear proper eye protection in case of lead acid battery failure. 

 

 

Warning 

Before performing the following procedures, make sure that no error codes are present on the 
Hand-Held Programmer. For information on error codes, see Troubleshooting and Diagnostics 
on page 83. 

 

4.1 Setting Up the Throttle 

Properly setting up the throttle on a vehicle will ensure that you obtain peak performance and control of 
speed on the vehicle. The steps involved in setting up the throttle are:  

1. Adjusting the throttle deadband 
2. Adjusting the throttle scale 
3. Adjusting the throttle failband 

You should perform these procedures in the order they appear in this manual. When done properly, the 
vehicle will perform smoothly throughout the entire throttle range and provide the highest resolution of 
throttle control. Figure 13 shows the Throttle Deadband, Throttle Scale, and Throttle Failband for 
Unidirectional and Bidirectional Throttles. 
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Figure 13  Throttle Deadband, Scale and Failband 

 

4.1.1 Adjusting Throttle Deadband  

The first step in setting up the throttle is adjusting the Throttle Deadband. Throttle Deadband sets the 
range of the neutral zone in the throttle input. To adjust the Throttle Deadband, use the following 
procedure:  

1. Securely prop the drive wheels of the vehicle off the ground using jacks or some form of stand. 
Make sure it is secure, so the vehicle will not fall off the stands. Ensure there are no obstructions 
touching the drive wheels and that they can rotate freely.  

2. Verify that the throttle mechanism is in the neutral position.  

3. Connect the CS1171 Hand-Held Programmer to J5 on the Phoenix P125 (see Connecting the HHP 
to the Phoenix P125 and Figure 16 on page 47). 

 

Note: 
 
Depending on the interface configuration to the Phoenix P125, it may be necessary to use the 
programmar interface adapter to bridge the display unit and the CS1171 to J5 on the Phoenix 
P125. For additional information, see the documentation included with CS1171 Hand-Held 
Programmer. 

4. Turn on vehicle power (this will power up the CS1171). 

5. Verify that no error codes are displayed on the CS1171 Hand-Held Programmer display. If error 
codes are displayed, refer to Troubleshooting and Diagnostics on page 83 for information about 
clearing the errors. 

6. If there is a potentiometer that sets the maximum speed on the vehicle, make sure it is adjusted 
to the maximum  speed setting.              
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7. If a unidirectional throttle is used, follow the steps below: 

Step Action 
1 On the HHP from the Main menu, scroll down to the Options > menu parameter. 
2 Press > to enter the Options menu. 
3 Scroll down to the Unidir thrt parameter. 
4 Press > to select the parameter. 
5 Press + until the parameter is set to On. 
6 Press < to set the value. 
7 Scroll down to the 0V tht neut parameter. 
8 Press > to select the parameter. 
9 Press + until the parameter is set to On. 

10 Press < to set the value. 
 

8. If a bidirectional throttle is used, follow the steps below: 

Step Action 
1 On the HHP from the Main menu, scroll down to the Options > menu parameter. 
2 Press > to enter the Options menu. 
3 Scroll down to the 0V tht neut parameter. 
4 Press > to select the parameter. 
5 Press + until the parameter is set to Off. 
6 Press < to set the value. 
7 Scroll down to the Unidir thrt parameter. 
8 Press > to select the parameter. 
9 Press + until the parameter is set to Off, which sets the bidirectional throttle to 

drive the vehicle forward in one direction, and in reverse the other direction. 
 
Set the parameter to On to set the bidirectional throttle to drive the vehicle in the 
same direction no matter which way the bidirectional throttle is actuated. 

10 Press < to set the value. 

9. If the throttle has a mechanical adjustment, follow the steps below: 

Step Action 
1 On the HHP from the Main menu, scroll down to the Debug > menu parameter. 
2 Press > to enter the Debug menu. 
3 Scroll down to the Throt val parameter. 
4 Is the parameter value 0%?  

 If yes, continue with step 6. 
 If no, continue with step 5. 

5 Adjust the throttle until the desired parameter value is displayed. 
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Step Action 

 

Note: 
Refer to the product documentation for specifics related to the physical 
throttle adjustments. 

 

6 You have completed the throttle adjustment; continue with the step below this 
table. 

10. Select Deadband in the Main menu of the CS1171 Hand-Held Programmer. Set the value to 0.  

11. Move the vehicle’s throttle to the position where you want the vehicle to start moving. It is 
recommended that the throttle position not be too far from the neutral position.  

12. While holding the throttle in the position where you want it to engage, adjust the value of 
Deadband up until you hear the relays click on the controller.  

13. Release the throttle mechanism.  

14. Throttle Deadband setup is complete.    

4.1.2 Adjusting Throttle Scale  

The throttle scale value determines the throttle potentiometer voltage required for full speed. Under-
adjusting the throttle scale will result in failure to reach full speed. Over-adjusting the throttle scale will 
result in reaching full speed too soon, and in a reduction of speed control. To adjust the throttle scale, 
use the following procedure:  

1. If there is a potentiometer that sets the maximum speed on the vehicle, make sure it is adjusted 
to the maximum  speed setting.  

2. After properly adjusting the Throttle Deadband, select Throtl scl in the Main menu of the Hand-
Held Programmer.  

3. Adjust the value of Throtl scl such that you just arrive at a Throt val of 100% at the full 
deflection of the throttle mechanism. Follow the steps below: 

Step Action 
1 On the HHP Main menu, scroll down to the Throt scl parameter. 
2 Press > to select the parameter. 
3 Press – until the Throt scl is a value of 1. 
4 Press the < button to set the value. 
5 Scroll down to the Debug > menu parameter. 
6 Press > to select the Debug menu. 
7 Scroll down to the Throt val parameter. 
8 Fully depress the throttle mechanism. 
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Step Action 
9 Monitor the Throt val parameter; it should be 100% at full throttle. 

10 Is the Throt val 100% at full throttle?  
• If yes, continue with step 18. 
• If no, continue with the next step. 

11 Scroll up to the < Main menu parameter. 
12 Press < to enter the main menu. 
13 Scroll up to the Throtl scl parameter. 
14 Press > to select the parameter. 
15 Press + once to increment Throt scl by one (the range is 0-255). 
16 Press the < button to set the value. 
17 Return to step 5 of this table. 
18 If using a bidirectional throttle, have both directions of the throttle been calibrated?  

• If yes, you are finished adjusting the throttle scale. 
• If no, repeat steps 5-18 for the other side of the throttle. 

 

 

Note: 
 
To compensate for mechanical tolerance and ensure that Throt val always reaches 100%, Throt scl 
should be padded by a value of 1 or 2. This will cause the Throt val to reach 100%, just shy of the 
nominal mechanical limit. In addition to compensating for mechanical tolerance, padding the Throt 
scl helps ensure constant full speed when the user has to hold the throttle at the maximum position 
for extended periods.  Without the padding, the user may experience speed fluctuations as their 
grip on the throttle relaxes slightly over time.   
 
Experiment with the padded Throt scl value to achieve desired results. The results of padding the 
Throt scl value can be seen in Figure 13 between Full Speed and Mechanical Limit where PWM is 
100%. If no padding were implemented, Full Speed and Mechanical Limit would be the same. 

 
4. Throttle Scale setup is complete. 

4.1.3 Adjusting Throttle Failband  

The Throttle Failband is an area beyond the full speed throttle voltage that disables the motor. Throttle 
Failband provides a safety feature to protect against throttle shorts or open circuits, which could lead to 
undesired movement of the vehicle. 

 

Note: 
 
Perform this procedure only after properly adjusting the Throttle Deadband and Throttle Scale. 
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To adjust the Throttle Failband, use the following procedure:  

 

Note: 
 
If there is a potentiometer that sets the maximum speed on the vehicle, make sure it is adjusted to 
the maximum  speed setting. 

 

Step Action 
1 On the HHP Main menu, scroll down to the Failband parameter. 
2 Press > to select the parameter. 
3 Press + until the highest value is reached (255) – this disables Failband. 
4 Press < to set the value. 
5 Actuate the throttle mechanism on the vehicle to the full mechanical limit. 
6 While still on the Failband parameter, press > to select the parameter. 
7 Press – one click per second until the motor stops. 
8 Press + until the value of Failband is increased by 10. 

 
This completes setting up the throttle. 

4.2 Performance Parameters 

The Phoenix P125 contains parameters that control many characteristics of a vehicle’s performance. 
Using these parameters allows the controller to be programmed for a wide variety of applications. After 
setting up the throttle, it is recommended that you set up the maximum speed and 
acceleration/deceleration characteristics of the vehicle. 

4.2.1 Setting Maximum Speed 

The Phoenix P125 allows you to configure separate maximum speeds for forward and reverse directions. 
The FWD speed and RVS speed parameters set the percentage of maximum speed allowed to the motor 
when the throttle is in the full position, and the speed adjustment potentiometer (if used) is set to full. 
To adjust the maximum speeds:  

1. If your vehicle is equipped with a speed adjustment potentiometer, turn it to its maximum 
setting. 

2. Ensure the Hand-Held Programmer is connected to the Phoenix P125 and the vehicle is powered 
up. 

3. Drive the vehicle forward and adjust the FWD speed parameter in the Main menu until the 
vehicle travels at the desired maximum speed at full throttle. 

4. Place the vehicle in reverse. 
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5. Drive the vehicle backwards and adjust the RVS speed parameter in the Main menu until the 
vehicle travels at the desired maximum speed at full throttle. 

4.2.2 Acceleration and Deceleration 

The acceleration and deceleration parameters give you control of how smoothly the vehicle accelerates 
and decelerates. Fast acceleration and deceleration rates will give the vehicle quick performance but will 
discharge the batteries at a higher rate.  

4.2.2.1 Setting Forward Acceleration and Deceleration 

To adjust the Forward Acceleration and Deceleration, follow this procedure:  

1. If your vehicle is equipped with a speed adjustment potentiometer, turn it to its maximum 
setting.  

2. Ensure the Hand-Held Programmer is connected to the Phoenix P125 and the vehicle is powered 
up.  

3. From a stopped position, press the throttle to the full throttle position to check the acceleration 
rate. 

4. Adjust the FWD accel parameter in the Main menu until the vehicle accelerates smoothly at the 
desired rate.  

5. After you have adjusted the forward acceleration rate, drive the vehicle forward at full throttle.  

6. Release the throttle and observe how fast the vehicle decelerates to a stop. Adjust the FWD 
Decel parameter in the Main menu until the vehicle decelerates smoothly at the desired level. 

4.2.2.2 Setting Reverse Acceleration and Deceleration 

To adjust the Reverse Acceleration and Deceleration, follow this procedure:  

1. If your vehicle is equipped with a speed adjustment potentiometer, turn it to its maximum 
setting.  

2. Ensure the Hand-Held Programmer is connected to the Phoenix P125 and the vehicle is powered 
up.  

3. Place the vehicle in reverse and make sure there are no hazards behind the vehicle.  

4. From a stopped position, press the throttle to the full throttle position to check the reverse 
acceleration rate.  
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5. Adjust the RVS accel parameter in the Main menu until the vehicle accelerates smoothly in 
reverse at the desired rate.  

6. After you have adjusted the reverse acceleration rate, drive the vehicle in reverse at full throttle.  

7. Release the throttle and observe how fast the vehicle decelerates to a stop. Adjust the RVS 
Decel parameter in the Main menu until the vehicle decelerates smoothly at the desired level.   

You should now have a properly configured vehicle. 
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5 Programming the Phoenix P125  

The Phoenix P125 Motor Controller uses a programmer interface adapter to connect a CS1171 Hand-
Held programmer. The CS1171 Hand-Held Programmer allows total customization of the controller and 
its operating parameters.  

5.1 CS1171 Hand-Held Programmer  

Control Solutions' CS1171 Hand-Held Programmer (HHP) was designed to offer field programmability to 
the end user, dealer, and distributor of CSLLC Programmable Motor Controllers or products containing 
them. The HHP serves as an invaluable tool providing flexibility of use, custom-tailored driving 
characteristics, debugging features, and many other special features to better match the performance of 
the product with the customer. 

5.1.1 Unit Layout 

The programmer contains a Liquid Crystal Display (LCD) and five-button keypad on the front of the unit, 
and one RJ45 port on the back. See Figure 14 and Figure 15. 

 
Figure 14  HHP Front 

5.1.2 Display  

Information is output to the user through the 16-character x 2-line LCD display located on the front of 
the unit.                
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5.1.3 Input and Navigation  

Review and configure controllers by navigating through a series of menus and options using the keypad 
buttons on the front of the unit. Table 19 describes the function of each HHP keypad button. 

Table 19   HHP Navigation 
Button Meaning 

 

Currently this button only serves to power up or power down the unit. With most 
applications, the HHP will power up with the system. 

 

Use this button to navigate to the Main menu or set a parameter. 

 

Use this button to scroll down through the menu list or decrement the current 
parameter. 

 

Use this button to scroll up through the menu list or increment the current 
parameter. 

 

Use this button to access a lower-level menu or select a parameter to modify. 

5.1.4 Cable Interface  

The RJ45 port is located on the top middle back of the HHP unit. See Figure 15.      
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Figure 15  HHP Back 

5.1.5 Connecting the HHP to the Phoenix P125 

Figure 16 shows how to connect the CS1171 Hand-Held Programmer to the Phoenix 125.  First, connect 
the programmer interface adapter’s RJ45 connector to the back of the HHP. Then, connect the adapter’s 
24-pin unit to the 24-pin JP5 jumper on the motor controller. 

 
Figure 16  HHP Connection to Phoenix P125 

 

 

Note: 
 
Depending on the interface configuration to the Phoenix P125 Motor Controller, it might be 
necessary to use the CS1303 Y-adapter to bridge the display unit, and the CS1171 to JP1 on the 
Phoenix P125. For additional information see the documentation included with CS1171 Hand-
Held Programmer. 

 

5.1.6 Using the Hand-Held Programmer  

Follow the directions below to prepare and use the CS1171 HHP.  

1. Insert the RJ45 connector on the programmer interface cable into the Hand-Held Programmer's 
8-pin jack (RJ45).   
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2. With the Motor Controller turned off, connect the 24-pin end of the cable to the controller's 
24-pin JP5 port. 

3. Turn on the Hand-Held Programmer by pressing the Power/Enter button, or by turning on the 
Phoenix P125 using the key switch.  

4. If the HHP is compatible with the controller version, upon powering up the HHP, a splash screen 
of CS Programmer CS1171C OEM Vxxx (for the OEM version) or CS Programmer CS1171R DLR 
Vxxx (for the Dealer version) is displayed for five seconds, followed by the Main menu. If the 
controller generates a fault code, the first menu item will be the controller’s fault code followed 
by FWD speed. If no fault code is present, the first menu item is FWD speed. Powering up the 
controller with a fault code will not inhibit HHP functionality.  

 
 

 

Note: 
 
If the controller version is incompatible with the HHP version, the HHP will display “BAD REV! See 
user manual” for three seconds, and then the controller firmware version will be displayed FW 
rev h xxx FW l xxx, and HHP functions will be disabled. Refer to the Contacting Customer Service 
section of this manual for direction. 

 
5. To modify a parameter: 

 
Step Action 

1 Scroll through the Main menu using the plus sign (+) to scroll up, and the minus sign (–) to 
scroll down, until the parameter you wish to change is reached. 

2 Press > to select the parameter value. When selected, the parameter will blink. 
3 Press the + key to increment/toggle the parameter or – to decrement/toggle the 

parameter value. 
4 Press < to save the value to the controller. 

 
As a parameter’s value is modified, it is continuously updated to the controller so that its effect can be 
verified immediately. If power is lost to the controller or if the HHP Power/Enter button is pressed 
before the parameter is saved, the parameter can revert back to its previous value. (Refer to Menus and 
Parameters and Parameter Information for details on specific parameters). 

 

Note: 
 
You can rapidly scroll through menu parameters or increment/decrement parameter values by 
pressing and holding the + or – buttons. 

 
6. To enter a menu other than the Main menu: 

 



   
 
 
 

 
Phoenix P125 Motor Controller User Guide  Section 5 Programming the Phoenix     49 

Step Action 
1 Scroll through the Main menu using + to scroll up and – to scroll down to the sub-menu you 

wish to enter. Sub-menus are easy to recognize by the > after the menu name. When 
selected, the sub-menu name will blink. 

2 Press > to enter the sub-menu. The first entry in all sub-menus is a return to the < Main 
menu item. 

3 Repeat the steps listed in the previous table to change a parameter within the sub-menu. 
4 Press + to scroll up to the < Main menu item. 
5 Press < to return to the Main menu. 

 
Refer to Menus and Parameters and Parameter Information for details on the specific menus. 

7. When finished using the HHP, turn it off by:  
 Pressing the Power/Enter button on the HHP,   
 Disconnecting it from the controller or Y-Adapter, or   
 Turning off the controller power. 

5.2 Menus and Parameters  
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Figure 17  Menus and Parameters 

The above menu is from an ”OEM” HHP. The descriptive information on the following pages can be used 
for both a Dealer and OEM HHP. See Parameter Information on page 69 for parameter details.   

5.3 Main Menu 

Parameter Description 
FAULT CODE! If the Hand-Held Programmer is powered up and the controller generates a fault 

code, the first menu item is the controller’s fault code.  When a fault code is 
displayed (e.g., 12h), the > button can be pushed to momentarily display the text 
associated with the error code (e.g., EM-brake Open). When no fault code is present, 
the first menu item will be FWD speed. Powering up the controller with a fault code 
will not inhibit Hand-Held Programmer functionality. 
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Parameter Description 
FWD speed Sets the percentage of the maximum forward speed allowed to the motor when the 

throttle has reached the full forward position and speed control is set to full speed. 
RVS speed Sets the percentage of the maximum reverse speed allowed to the motor when the 

throttle has reached the full reverse position and speed control is set to full speed. 
Min speed Sets the minimum percentage of speed for forward/reverse throttle when the 

Enhanced Deluxe Display Pot or ANIN input is at its lowest setting. If set to 0 and 
Enhanced Deluxe Display Pot is turned all the way down, the forward/reverse speed 
is 0. 

FWD accel Sets the amount of forward acceleration. The higher the percent value, the faster the 
forward acceleration. 

FWD decel Sets the amount of forward deceleration. The higher the percent value, the faster the 
forward deceleration. 

FWD>RVSdcl Sets the amount of forward deceleration during a forward-to-reverse direction 
change of throttle. The higher the percent value, the faster the forward deceleration 
during a forward-to-reverse direction change of the throttle. 

RVS accel Sets the amount of reverse acceleration. The higher the percent value, the faster the 
reverse acceleration. 

RVS decel Sets the amount of reverse deceleration. The higher the percent value, the faster the 
reverse deceleration. 

RVS>FWDdcl Sets the amount of reverse deceleration during a reverse-to-forward direction 
change of throttle. The higher the percent value, the faster the reverse deceleration 
during a reverse-to-forward direction change of the throttle. 

Motor comp Sets the motor compensation which is the calibration value used to compensate 
speed control for varying terrain, also known as Power On Demand (POD). Set to 0 
for no speed control compensation. 

 

Warning 
 
Setting this parameter too high can result in an over-compensated drive 
motor that might behave erratically. Please seek advice from your 
manufacturer or dealer before attempting to calibrate this parameter. 
This feature should typically only be used by the manufacturer. 

1. Set Motor comp to 0. 
2. Set FWD speed to 50%. 
3. Drive at full throttle on flat terrain and measure vehicle speed. 
4. Drive at full throttle on a moderate incline and increase the Motor comp 

until the vehicle’s speed matches the speed measurement in step 3. 
5. Verify that PWM is not 100% (monitor PWM in the Debug menu). 
6. Is PWM at 100%?  

• If yes, reduce FWD speed and continue with step 3.  
• If no, continue with the next step. 

7. Reduce the Motor comp value by 20% to allow for temperature tolerance of 
the motor and controller. 
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Parameter Description 
Indoor mode 
> 

See Indoor Mode Sub-Menu (Drive Mode 2) on page 57.  Indoor Mode is also 
referred to as Drive 2. 

Throtl scl Sets the throttle scale which determines the throttle pot voltage needed for full 
speed, and sets the amount of throttle movement necessary to obtain full throttle. 
See Figure 18. 

 
Figure 18  Throttle Scale 

Deadband Sets the throttle pot range that the controller determines as neutral (See Figure 19). 
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Parameter Description 

 
Figure 19  Throttle Deadband 

Failband This is an area beyond the full speed throttle voltage that disables the motor (See 
Figure 20). Throttle Failband provides a safety feature to protect against throttle 
shorts to ground or 5V, which could lead to dangerous runaways. 
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Parameter Description 

Figure 20  Throttle Failband 

Push speed Sets a percentage of the maximum allowable speed (PWM) to manually move the 
unit by releasing the electromagnetic brake. Increasing the percentage makes the 
unit easier to push. To work properly, the following conditions must be met:  

• The key switch must be off. 
• The EM brake must be manually released.  
• Idle push set to off  

OR  
• The key switch on.  
• The EM brake is manually released.  
• The throttle is idle.  
• Idle push is set to on. 

Hold time Sets the spasticity control which is used to filter unwanted fast changes in throttle 
input, or to smooth out the throttle feel. Higher hold time results in a more relaxed 
and filtered throttle response range. 

Ramp shape Sets the shape of throttle curves. This value is used to determine the ratio of linear to 
logarithmic shape on the throttle curve. A higher ramp shape value results in a more 
progressive throttle response when changing throttle inputs. A setting higher than 3 
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Parameter Description 
will usually roll off low end throttle response too far and is not recommended. Figure 
21 shows the ramp shape curve with the ramp shape settings of 0, 1, 2, and 3. 

 
Figure 21  Ramp Shape Curve 

Comp rspns Sets the Compensation Response as a percentage. A boost is progressively applied 
when surmounting obstacles such as inclines, doorway thresholds, bumps, etc. This 
boost is set by the parameter Motor comp. A higher value of Comp rspns results in a 
faster boost response time. 

Brake time Sets the nominal amount of time from when the motor PWM=0 until the EM Brake is 
de-energized. This prevents EM braking before a complete stop. 

Keyoff dcl Sets a filter constant for key switch off or active quickstop condition. The higher the 
percentage, the faster the deceleration when the key switch is turned off while 
driving, or quickstop is asserted. 

Batt res Sets the resistance of the power wires. It’s used to compensate the battery display 
for wiring drop at high current. It is typically calculated in milliohms: Batt res 
value/3485.1485= Resistance in ohms. 

Timeout The length of time before the controller powers down after inactivity. When set to 0, 
the controller will not timeout. 

Flash V Sets the point when the battery voltage reaches the desired low voltage threshold. 
When the battery voltage reaches the value set by Flash V, an LED is flashed. The 
Flash V value is in volts. 
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Parameter Description 
Full V Sets the desired point when the battery voltage level is considered to be fully 

charged. When using a multi-segmented LED, this voltage value indicates a full 
battery on the display. Full V is displayed in Volts. 

Cur lim lo Sets the Current Limit Lower Bound, maximum current allowable (in Amps). After the 
Current Limit Upper Bound threshold time is exceeded (Cur time), the motor 
controller will limit the maximum current to this value, which protects the motor and 
supporting components. Due to tolerances in the drive system, it is recommended to 
verify the current limit. See Figure 29. 

 

Caution 
 
Setting the current limit value too high can result in damage to the motor 
controller, as well as other components in the vehicle. Do not set this value 
higher than the maximum-rated current for the motors, cables, batteries, 
and controller. 

 

Figure 22  Current Parameter Relationships 

Cur lim hi Sets the Current Limit Upper Bound, maximum current allowable (in Amps). When 
initially current limiting, current will not exceed the upper bound. Due to tolerances 
in the drive system, it is recommended to verify the maximum current limit. See 
Figure 22. 

To verify the maximum current limit: 

1. Stall the drive motor  
2. Apply full throttle to the controller and measure the motor current with a 

calibrated DC clamp meter  
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Parameter Description 
3. If the current is:  

• Too high, decrement the Cur lim hi parameter by one.   
• Too low, increment the Cur lim hi parameter by one.  
• Acceptable, continue with step 6. 

4. Allow the controller to cool off for a minute or two. 
5. Go to step 1.  
6. Stop – you have completed this procedure. 

 

Caution 
 
Setting the current limit value too high can result in damage to the motor 
controller, as well as other components in the vehicle. Do not set this value 
higher than the maximum rated current for the motors, cables, batteries, 
and controller. Refer to Table 20 for range values. 

 
Cur time Sets the delay time before a controller abruptly drops from the programmed 

maximum allowable current limit (Cur lim hi) to the lower current limit (Cur lim lo), 
when Step curlim is enabled. See Figure 22. 

Meters > See Meters Sub-Menu on page 58. 
Advanced > See Advanced Sub-Menu on page 59. 
Options > See Options Sub-Menu on page 61. 
Functions > See Functions Sub-Menu on page 63. 
Debug > See Debug Sub-Menu on page 64. 
HHP Cntrst Adjusts the Hand-Held Programmer’s LCD contrast. 

 0 = lightest      50 = default     100 = darkest 
 

5.4 Indoor Mode Sub-Menu (Drive Mode 2)  

The following Indoor Mode (Drive Mode 2) parameters will only be active if the controller’s IN/OUT 
input is asserted (5V). If a controller does not have an IN/OUT input, these parameters are not used. 

Parameter Description 
In FWD spd Sets the percentage of the maximum indoor forward speed allowed to the motor 

when the throttle has reached the full forward position and speed control is set to 
full speed. 

In RVS spd Sets the percentage of the maximum indoor reverse speed allowed to the motor 
when the throttle has reached the full reverse position and speed control is set to 
full speed. 

In FWD acl Sets the amount of indoor forward acceleration. The higher the percent value, the 
faster the indoor forward acceleration. 

In FWD dcl Sets the amount of indoor forward deceleration. The higher the percent value, the 
faster the indoor forward deceleration.  
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Parameter Description 
In FWD dch Sets the amount of indoor forward deceleration during a forward-to-reverse 

direction change of throttle. The higher the percent value, the faster the indoor 
forward deceleration during a forward-to-reverse direction change of the throttle. 

In RVS acl Sets the amount of indoor reverse acceleration. The higher the percent value, the 
faster the indoor reverse acceleration. 

In RVS dcl Sets the amount of indoor reverse deceleration. The higher the percent value, the 
faster the indoor reverse deceleration. 

In RVS dch Sets the amount of indoor reverse deceleration during a reverse-to-forward 
direction change of throttle. The higher the percent value, the faster the indoor 
reverse deceleration during a reverse-to-forward direction change of the throttle. 

In mot cmp Sets the indoor motor compensation, which is the calibration value used to 
compensate speed control for varying terrain, also known as Power On Demand 
(POD). Set to 0 for no speed control compensation. 
 

1. Set In mot cmp to 0. 
2. Set FWD spd to 50%. 
3. Drive at full throttle on flat terrain and measure vehicle speed. 
4. Drive at full throttle on a moderate incline and increase the In mot cmp 

until the vehicle’s speed matches the speed measurement in step 3.  
5. Verify that PWM is not 100% (monitor PWM in the Debug menu)  
6. Is PWM at 100%?  

• If yes, reduce FWD speed and continue with step 3. 
• If no, continue with the next step.  

7. Reduce the In mot cmp value by 20% to allow for temperature tolerance 
of the motor and controller. 

 

 

Note: 
 
Setting this parameter too high can result in an over-compensated drive 
motor that may behave erratically. Please seek advice from your 
manufacturer or dealer before attempting to calibrate this parameter. This 
feature should typically only be used by the manufacturer. 

 
 

5.5 Meters Sub-Menu  

The Meters Sub-Menu provides several useful entries that display various statistics. 

Parameter Description 
Hours Displays the number of hours the controller has been operated. 
Low Batt Displays the number of hours the unit has been operated with the battery voltage 

level below the low battery threshold. 
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Parameter Description 
Overtemps  Displays the number of over temperature conditions that have occurred. 
Tht Faults Displays the number of times a throttle failband failure occurred. 
Chg Nofloats Displays the number of times the charge cycle was ended early. 

 

 

Note: 
 
The above counts and timers do not roll over and cannot be cleared. 

 

5.6 Advanced Sub-Menu  

Parameter Description 
Fwd Plg Tm The duration of time the motor is reversed after the quickstop input is activated 

while driving forward. 
Rvs Plg Tm The duration of time the motor is reversed after the quickstop input is activated 

while driving in reverse. 
Regen off Regenerative braking utilizes the fact that an electric motor can also act as a 

generator. The vehicle's motor is used as a generator during braking, conserving 
battery power.  Setting this menu option to:  

 On, turns off regenerative braking  
 Off, turns on regenerative braking 

Idle push Idle push allows the unit to be manually pushed and limits the speed to a 
percentage defined by Push speed. To work properly, the following conditions 
must be met:  

 The key switch is on  
 The EM brake is manually released  
 The throttle is idle  
 Idle push is set to on 

Creep spd Sets drive mode 1 creep speed. It is the minimum PWM percentage applied to the 
motor output after the throttle exceeds Deadband. This setting helps prevent 
rollback on inclines when the brake releases with minimal throttle applied.   
 

 

Note: 
 
This setting should not be set too high to achieve proper low speed 
control on flat ground. 

 
In CRP spd Sets drive mode 2 creep speed. It is the minimum PWM percentage applied to the 

motor output after the throttle exceeds Deadband. This setting helps prevent 
rollback on inclines when the brake releases with minimal throttle applied and is 
active when IN/OUT input is asserted. 
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Parameter Description 

 

Note: 
 
This setting should not be set too high to achieve proper low speed 
control on flat ground. 

 
Seq chrg led When set to On, cycles the battery status LEDs from the bottom segment to the 

top segment, with charge complete status indicated by flashing the top segment. 
Setting Seq chrg led to Off disables this feature. The display type used determines 
how this option indicates a charge-complete status. 
 

 

Note: 
 
An intelligent display with the ability to visually represent real time 
data is required to use Seq chrg led. 

 
Save boost When set to On, saves real-time motor compensation (boost) values and 

automatically reapplies them when stopping and restarting on an incline to 
prevent rollback. Boost values are not saved through a key switch power cycle. 

Flash qstop When set to On, while asserting a Quickstop, flashes the status LED on the 
controller at a constant 2Hz rate. If equipped with a display unit, also flashes the 
battery LEDs. 

Fail dbstrt When set to On or Off, it allows the status LED to display the appropriate error 
code. 

Fail qstop When set to On, with Quickstop asserted, allows the status LED to display the 
appropriate error code. 

Serial throt When set to On, configures the controller to respond to throttle from an 
Enhanced Deluxe Display. 

Analog throt When set to On, configures the controller to respond to an analog throttle 
directly connected to TPOTC input. 

Sertht throt When set to On, configures the controller to respond to the speed control pot 
from an Enhanced Deluxe Display as a throttle. 

Invrt sertht When set to On while Sertht throt is enabled, inverts the operation of the 
response to the speed control. 

Rollbck A Speeds up the activation of the EM brake when stopping on an incline. It should 
be set low enough for acceptable stopping performance on a nominal incline but 
should not be set so low that the brake prematurely engages when stopping on 
flat ground or grass. 

Double pull When set to On, makes it necessary to activate the throttle mechanism twice to 
make the vehicle drive. 

In/Out cur When turned On, uses the upper bound current limit setting when in Outdoor 
mode, and the lower bound current limit setting when in Indoor mode. 

Shabat Reserved for future use. 
Full e2 sel Reserved for future use. 
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Parameter Description 
Misc 1&2 Not supported by this Controller. 
Misc 3&4 Not supported by this Controller. 
Misc1 invert Inverts the operation state of the Misc 1 input. 
Misc2 invert Inverts the operation state of the Misc 2 input. 
Misc3 invert Inverts the operation state of the Misc 3 input. 
Misc4 invert Inverts the operation state of the Misc 4 input. 
Shutdown V Voltage level of the battery, that when reached, shuts down the controller.   
EMBrake V Sets the desired EM brake voltage. The EM brake output is pulse width 

modulated to achieve values lower than the actual battery voltage. Output is 
independent of the battery voltage but can never be higher than the absolute 
battery voltage. 

 

5.7 Options Sub-Menu  

Parameter Description 
RVS beep When set to On, enables a horn beep (if equipped) when the controller is in 

reverse. 
Uni rvs beep When set to On, enables a horn beep (if equipped) when the controller is in 

reverse – for unidirectional throttle only. 
Beep error When set to On, Beep enables a horn beep (if equipped) when a controller error 

code is present. The horn will pulse out the error code, similar to the LED 
modulation for an error code. 

Soft qstop When set to On, asserting the quick stop input triggers a programmable softer 
stop. When set to Off, asserting quick stop triggers an abrupt stop.  

Debug volts When set to On, a sample battery voltage is displayed. This is used for battery 
related testing and problem diagnosis. Turn off when finished with diagnostics. 

CHG to DRV When set to On, the controller jumps to drive mode when charging completes. If 
enabled, the key must be on to jump to drive mode.  When set to Off, the 
controller turns off when charging completes. 

Diagnostics When set to On, the controller performs general power-up self-diagnostics. 
Diagnostics are not performed when powering up in charge mode. 

Brake diag When set to On, electromagnetic (EM) brake diagnostics are enabled at power-up 
and also during operation. When set to Off, diagnostics are not performed on the 
EM brake output. Most applications with an EM brake require this option to be 
enabled as part of compliance standards. 

Fast curlim When set to On, the current limit characteristic of the controller will recover 
quickly in response to motor current, versus a slower cutback and recover. 

Step curlim When set to On, the current limit decay function changes to an abrupt step 
function, such that after a time defined by Cur time; the current limit will drop 
from Cur lim hi to Cur lim lo. When set to Off, current limit will follow a normal 
linear decay function. See Figure 29. 

Flsh chgstrt When set to On, the status LED will flash when charging starts. 
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Parameter Description 
Fast chgled A typical charging cycle will go through the following charging modes in order:   

1. Pre-charge,   
2. Charge Qualification,   
3. Bulk Charge,   
4. Top-Off Charge, and   
5. Float.   
The Fast chgled on/off setting determines when to flash the LED. When set to On, 
flash will occur at the end of Bulk Charge mode. When set to Off, flash will occur at 
the end of Top-Off charge mode. 

Moment key When set to On, the system turns On and Off with a pushbutton or momentary 
contact of the key switch. When set to Off, the unit remains powered up only 
while the key switch remains closed, and powers down when the key switch 
contact is opened. 

Timed key When set to On, the unit will not power down immediately when key switch state 
indicates power down, but will remain on for the duration defined by Timeout. 
When set to Off, the unit powers down as normal with no delays. 

Accel drive Used to configure throttle for acceleration control instead of speed control. When 
set to Off, the controller interprets throttle as a conventional speed adjustment, 
where the direction and speed of the unit is determined by the displacement from 
center and the magnitude of the displacement. When set to On, a throttle 
displacement indicates acceleration to the controller. The unit accelerates 
proportional to this displacement, as long as it is present. Deceleration requires an 
equal and opposite displacement. FWD/REV input controls direction while Accel 
drive is On, which results in a hard stop when toggling direction.    

Tht lmt bst When set to On, motor compensation (boost) is limited by the absolute throttle 
position. 

Acl lmt bst When set to On, motor compensation (boost) is limited by the acceleration of the 
throttle position (change in throttle over time). 

Soft decel When set to On, negative (decelerating) boost is not applied, resulting in a soft 
deceleration. 

Qstop hi Depending on the module configuration, quickstop can be wired as active (+5 V) or 
passive (GND). In a passive configuration:  

 When the parameter is On, quickstop is asserted when active.   
 When the parameter is Off, quickstop is asserted when the circuit is 

closed. 
Indoor hi When set to On, indoor input will be asserted on a high input instead of a low 

input. 
Unidir thrt When set to On, the full throttle displacement controls speed only, i.e., 0V to 5V 

(default forward), and direction is controlled by the FWD/RVS input. When set to 
Off, throttle displacement overrides the FWD/RVS input and controls speed and 
direction, i.e., 2.5V to 0V (default reverse) and 2.5V to 5V (default forward). 
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Parameter Description 
0V tht neut When set to On, throttle neutral voltage will be 0V (typical 2-wire throttle, foot 

pedal control). When set to Off, throttle neutral voltage will be 2.5V (typical 3-wire 
throttle, wig-wag control). 

AnIn throt When set to On, the controller will respond to an analog maxspeed control directly 
connected to the AnIn input. AnIn must be enabled. 

MaxSpd thrt When set to On, the controller will respond to a max-speed control on a Deluxe 
display. 

Invert thrt When set to On, throttle actuation is inverted such that a default forward 
actuation of the throttle results in reverse movement.  

5.8 Functions Sub-Menu  

Parameter Description 
Clr flt log Clears all faults from the controller’s Fault log. 
Recall Init Every time the HHP is powered up successfully, it stores the controller’s current 

configuration. After changing various parameters, but before powering down the 
Hand-Held Programmer, this option can restore the controller’s original 
configuration of all parameters. If the HHP power is turned off or lost, memory of 
the controller’s configuration at the time of the last power-up is lost as well. 

Recall Fact Restores the factory default configuration of all parameters, if available (see 
Troubleshooting and Diagnostics on page 83 for details). 

Save to Mem1 Stores the current configuration of all parameters to the Hand-Held Programmer’s 
non-volatile memory. Overwrites any configuration currently stored. Values are 
not destroyed after recalling from memory to allow program-cloning of 
controllers. Values are only overwritten when Save to Mem1 is used again.  
 

 

Note: 
 
Use this feature cautiously when program-cloning, so as not to inadvertently 
program many controllers with undesired values. 

 
 

Recall Mem1 Restores the Hand-Held Programmer’s stored configuration of all parameters from 
Memory 1.   

Save to Mem2 Functions the same as Save to Mem1 but stores to Mem2. 
Recall Mem2 Restores the Hand-Held Programmer's stored configuration of all parameters from 

Mem2. 
Save to Mem3  Functions the same as Save to Mem1 but stores to Mem3.  
Recall Mem3 Restores the Hand-Held Programmer's stored configuration of all parameters from 

Mem3. 
Save to Mem4  Functions the same as Save to Mem1 but stores to Mem4. 
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Parameter Description 
Recall Mem4 Restores the Hand-Held Programmer's stored configuration of all parameters from 

Mem4. 
Save to Mem5 Functions the same as Save to Mem1 but stores to Mem5.  
Recall Mem5 Restores the Hand-Held Programmer's stored configuration of all parameters from 

Mem5. 
Save to Mem6 Functions the same as Save to Mem1 but stores to Mem6. 
Recall Mem6 Restores the Hand-Held Programmer's stored configuration of all parameters from 

Mem6. 
Save to Mem7 Functions the same as Save to Mem1 but stores to Mem7. 
Recall Mem7 Restores the Hand-Held Programmer's stored configuration of all parameters from 

Mem7.  
 

5.9 Debug Sub-Menu  

Parameter Description 
Fault Code Displays the controller’s current fault code, if present. Will display 00 if no fault 

present. 
Fault Log Displays the controller’s most recent fault log. To access the log:  

1. On the HHP from the Main menu, scroll down to the Debug > menu 
parameter  

2. Press > to enter the Debug menu 
3. Scroll down to the Fault Log parameter  
4. Press > to select the parameter  
5. Press + to access the next fault, or – to access the previous fault  

 

 

Note: 
 
When a fault code is displayed, the > can be pushed to momentarily 
display the text associated with the error code. 

 
Up to 16 faults can be stored. FF or 00 represent a blank fault log location. 
Refer to the following URL: 
http://www.controls.com/index.php/support/troubleshoot/motor-controller 
for controller error code descriptions. 

Product ID Displays the controller’s 4-digit CS product identification (e.g., Phoenix P125 
would display [1108____________]). 

FW rev h Displays the firmware revision of the controller. 
FW rev l Displays the firmware revision of the controller. 
Serial #  > Displays the controller’s serial number. To access the serial number: 

 
1. On the HHP from the Main menu, scroll down to the Debug > menu 

parameter 
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Parameter Description 
2. Press > to enter the Debug menu  
3. Scroll down to the Serial # > parameter 
4. Press > to select the parameter 
5. Press < to return to the Debug menu  

PWM BRUSH 
MOTOR, 
BRUSHLESS 

Displays in real time the set PWM duty cycle percent of the drive system output 
(M1+/M1- motor terminals). 

Speed Displays in real time the speed percentage that the controller attempts to 
maintain.  

Throt V Displays in real time the throttle input voltage in volts. There is a two-place 
decimal point that is not displayed on the programmer, so a displayed value of 
0100 would equal 1.00V, and a displayed value of 0250 would equal 2.50V. 

Throt val Displays in real time the absolute throttle percentage from neutral with respect 
to the throttle input range. 

Throt center Displays in real time when the throttle is in the center position. 
Throt fault Displays in real time when there is a throttle fault. 
Short ckt Displays in real time if there is a short circuit in the throttle circuit. 
Off push Displays in real time On if the vehicle is being pushed while the key is off and 

charging mode is off.  
Max speed Displays in real time the set maximum speed percentage, which can be set by 

an intelligent display (CS1151A, CS1161). Check Throt flags to see which input is 
used to set Maximum Speed. 

Analog in Displays in real time the Analog input voltage, relative to the controller’s +5V 
power supply, in terms of percentage. 

 Throt flags Displays different throttle and max speed option configurations. 
Enabled = 1, Disabled = 0. They are defined as follows: 

No. Option(s)  Hex 
Code 

Description 

1 Inverted Throttle 01 Changes the driving throttle 
actuation so that a normal 
forward actuation of the 
throttle results in reverse 
operation from the 
controller 

2 Max Speed = Analog Input 04 Enables analog input to be 
used for max speed control 

3 Max Speed = Max Speed 10 Enables max speed input to 
be used for max speed 
control 

4 Max Speed = Serial throt 40 Enables Serial throt input to 
be used for max speed 
control 5 1 & 2 

5 1 & 2 5 See 1 & 2 above 
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Parameter Description 
6 1 & 3 11 See 1 & 3 above 
7 1 & 4 41 See 1 & 4 above 

 

Battery V If Debug volts is enabled, Battery V displays in real time the battery voltage. 
Otherwise, it displays the battery capacity. There is a two-place decimal point 
that is not displayed on the programmer, so a displayed value of 0100 would 
equal 1.00V, and a displayed value of 0250 would equal 2.50V. 

Temp Displays in real time the temperature of the drive FET transistors. 
Current A Displays in real time the motor current in Amps. 
Buttons Each one of the eight bits that make up the hexadecimal value represents one 

button on a deluxe display. A button pressed = 0, not pressed = 1. They are 
defined as follows:  

 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 
Brake 
Release 
 

Seat 
Up 

Head 
light 

Seat 
Down 

Right 
Turn 
Signal 

Speed 
Up 

Left 
Turn 
Signal 

Speed 
Down 

 
If only one button is pressed at a time, the hexadecimal codes displayed will be 
as follows: 

Brake 
Release 
X 

Seat 
Up 

Head 
light 

Seat 
Down 

Right 
Turn 
Signal 

Speed 
Up 

Left 
Turn 
Signal 

Speed 
Down 

7F BF DF EF 7F FB FD FE 
 
If more than one button is pressed at a time, a combination of bits will be 0 at 
the same time. There are 255 possible combinations. This feature can be 
helpful to determine which button(s) may be stuck down on a deluxe display, 
e.g., FF = no buttons pressed, FE = Speed Down, FC = Speed Down and Left Turn 
Signal, 00 = All Buttons presses. 

Indoor pin Displays in real time whether the Indoor mode (drive mode 2) is on or off. 
Indoor mode Displays in real time, On when in Indoor mode (drive mode 2). 
QStop pin Displays in real time, if the controller is seeing a quick stop input. 
Quick stop Shows On when Quick Stop is active. 
Brk rel pin Displays in real time, On when the controller sees a high external brake release 

input. 
Brake rel Displays in real time, On when Brake Release is active. 
Charging Displays in real time, On when Charge Mode is active. 
Keyswitch Displays in real time whether the controller detects a key switch. 
Reverse pin Displays On when the controller detects an active reverse input. 
Reverse Displays On when the Reverse input is active. 
Chrge time Displays elapsed time for the current Charging Mode. Time resets for every 

Charging Mode change. For Charging Time in hours and minutes, convert from 
hexadecimal using Figure 30.  
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Parameter Description 

 
Figure 23  Charging Time Conversion 
 
Charge mode  
 

Indicates current mode of operation while charging. Codes are as follows:   
00 = Pre-charge,   
02 = Charge qualification/Bulk charge,   
04 = Top-Off charge, and  
08 = Float charge.  
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6 Parameter Information 

Table 20 through Table 26 provide a listing of the HHP parameters and their read/write (R/W) capability, 
range, unit of measure, and whether the parameter is dynamic. The last column of each table indicates 
whether the parameter can be modified by the OEM HHP, Dealer HHP, or both. The column key for HHP 
is: 

O = OEM only  
B = OEM and Dealer 
 
Table 20  HHP Main Menu Parameter Reference 

Main Menu 
Parameter R/W Range Measure Dynamic HHP 
FAULT CODE! Read only 00-FF Hex Y B 
FWD speed Y 0-100 % N B 
RVS speed Y 0-100 % N B 
Min speed Y 0-100 % N O 
FWD accel Y 0-100 % N B 
FWD decel Y 0-100 % N B 
FWD>RVSdcl Y 0-100 % N B 
RVS accel Y 0-100 % N B 
RVS decel Y 0-100 % N B 
RVS>FWDdcl Y 0-100 % N B 
Motor comp Y 0-240 Decimal N B 
Indoor mode > – – -- – B 
Throtl scl Y 0-255 Decimal N O 
Deadband Y 0-255 Decimal N O 
Failband Y 0-255 Decimal N O 
Push speed Y 0-100 % N O 
Hold time Y 0-100 % N O 
Ramp shape Y 0-15 – N O 
Comp rspns Y 0-100 % N O 
Brake time Y 0.00-2.55 Seconds N B 
Keyoff dcl Y 0-100 % N O 
Batt res Y 0-255 Coefficient6 N O 
Timeout Y 0-240 Minutes N B 
Flash V Y 18-23 Volts N B 
Full V Y 23.1-26 Volts N B 
Cur lim lo Y 1.2-292.5 Amps N O 

 
6 Refer to the parameter description on page 44. 
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Main Menu 
Parameter R/W Range Measure Dynamic HHP 
Cur lim hi Y 1.2-292.5 Amps N O 
Cur time Y 1-253 – N O 
Meters > – – – – B 
Advanced > – – – – O 
Options > – – – – B 
Functions > – – – – B 
Debug > – – – – B 
HHP Cntrst Y 0-100 % N B 

 
 
Table 21  HHP Indoor Mode Sub-Menu Parameter Reference 

Indoor Mode Sub-Menu 
Parameter R/W Range Measure Dynamic HHP 
In FWD spd Y 0-100 % N B 
In RVS spd Y 0-100 % N B 
In FWD acl Y 0-100 % N B 
In FWD dcl Y 0-100 % N B 
In FWD dch Y 0-100 % N B 
In RVS acl Y 0-100 % N B 
In RVS dcl Y 0-100 % N B 
In RVS dch Y 0-100 % N B 
In mot cmp Y 0-240 Decimal N B 

 
 
Table 22  HHP Meters Sub-menu Parameter Reference 

Meters Sub-Menu 
Parameter R/W Range Measure Dynamic HHP 
Hours Read Only 0-65535.9 % N B 
Low Batt Read Only 0-255:59 % N B 
Overtemps Read Only 0-255 % N B 
Tht Faults Read Only 0-255 % N B 
Chg Nofloats Read Only 0-255   B 
Note: Counters and timers do not roll over or reset. 
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Table 23  HHP Advanced Sub-Menu Parameter Reference 

Advanced Sub-Menu 
Parameter R/W Range Measure Dynamic HHP 
Fwd Plg Tm  0.00-10.20 Seconds N O 
Rvs Plg Tm  0.00-10.20 Seconds N O 
Regen off  On/off – N O 
Idle push  On/off – N O 
Creep spd  0-100 % N O 
In CRP spd  0-100 % N O 
Seq chrg led  On/off – N O 
Save boost  On/off – N O 
Flash qstop  On/off – N O 
Fail qstop  On/off – N O 
Serial throt  On/off – N O 
Analog throt  On/off – N O 
Sertht throt  On/off – N O 
Invrt sertht  On/off – N O 
Rollbck A  0.0-621.7 Amps N O 
Double pull  On/off – N O 
In/Out cur  On/off – N O 
Shabat  On/off – N O 
Full e2 sel  On/off – N O 
Misc 1&2  00-FF Hex N O 
Misc 3&4  00-FF Hex N O 
Misc1 invert  On/off – N O 
Misc2 invert  On/off – N O 
Misc3 invert  On/off – N O 
Misc4 invert  On/off – N O 
Shutdown V  3.58-29.94 Volts N O 
EMBrake V  0-45.72 Volts N O 

 
 
Table 24  HHP Options Sub-Menu Parameter Reference 

Options Sub-Menu 
Parameter R/W Range Measure Dynamic HHP 
RVS beep Y On/off – N O 
Uni rvs beep Y On/off – N O 
Beep error Y On/off – N O 
Soft qstop Y On/off – N O 
Debug volts Y On/off – N O 
CHG to DRV Y On/off – N O 
Diagnostics Y On/off – N O 
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Options Sub-Menu 
Parameter R/W Range Measure Dynamic HHP 
Brake diag Y On/off – N O 
Fast curlim Y On/off – N O 
Step curlim Y On/off – N O 
Flsh chgstrt Y On/off – N O 
Fast chgled Y On/off – N O 
Moment key Y On/off – N O 
Timed key Y On/off – N O 
Accel drive Y On/off – N O 
Tht lmt bst Y On/off – N O 
Acl lmt bst Y On/off – N O 
Soft decel Y On/off – N O 
Qstop hi Y On/off – N O 
Indoor hi Y On/off – N O 
Unidir thrt Y On/off – N O 
0V tht neut Y On/off – N O 
AnIn throt Y On/off – N O 
MaxSpd thrt Y On/off – N O 
Invert thrt Y On/off – N O 

 
 
Table 25  HHP Functions Sub-Menu Parameter Reference 

Functions Sub-Menu 
Parameter R/W Range Measure Dynamic HHP 
Clr flt log Y Y/N – N B 
Recall Init Y Y/N – N B 
Recall Fact Y Y/N – N B 
Save to Mem1 Y Y/N – N B 
Recall Mem1 Y Y/N – N B 
Save to Mem2 Y Y/N – N B 
Recall Mem2 Y Y/N – N B 
Save to Mem3 Y Y/N – N B 
Recall Mem3 Y Y/N – N B 
Save to Mem4 Y Y/N – N B 
Recall Mem4 Y Y/N – N B 
Save to Mem5 Y Y/N – N B 
Recall Mem5 Y Y/N – N B 
Save to Mem6 Y Y/N – N B 
Recall Mem6 Y Y/N – N B 
Save to Mem7 Y Y/N – N B 
Recall Mem7 Y Y/N – N B 
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Table 26  HHP Debug Sub-Menu Parameter Reference 

Debug Sub-Menu 
Parameter R/W Range Measure Dynamic HHP 
Fault Code Read Only 00-FF Hex N B 
Fault Log Read Only 00-FF Hex N B 
Product ID Read Only – – N B 
FW rev h Read Only 00-FF Hex N B 
FW rev l Read Only 00-FF Hex N B 
Serial # > Read Only – – N B 
PWM Read Only 0-100 % Y B7 
Speed Read Only 0-100 % Y O 
Throt V Read Only 0-5 Volts Y B 
Throt val Read Only 0-100 % Y B 
Throt center Read Only On/off – Y B 
Throt fault Read Only On/off – Y B 
Short ckt Read Only 00-FF – N B 
Off push Read Only 00-FF – N B 
Max speed Read Only – % N B 
Analog in Read Only 00-FF % N B 
Throt flags Read Only 00-FF Hex N B 
Battery V Read Only – Volts N B 
Temp Read Only 0-100 C8 Y B 
Current A Read Only 0-100 Amps Y B 
Buttons Read Only 0-5 Hex Y B 
Indoor pin Read Only 0-100 – Y B 
Indoor mode Read Only On/off – Y B 
QStop pin Read Only On/off – Y B 
Quick stop Read Only On/off – Y B 
Brk rel pin Read Only On/off – Y B 
Brake rel Read Only On/off – Y B 
Charging Read Only On/off – Y B 
Keyswitch Read Only On/off – Y B 
Reverse pin Read Only On/off – Y B 
Reverse Read Only On/off – Y B 
Chrge time Read Only 0000-FFFF Hex Y B 
Charge mode Read Only 00-08 Hex Y B 

 
 
 

 
7 Different order to menu items. 
8 Bit mapped. 
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7 CAN Bus 

A Controller Area Network (CAN bus) is a vehicle bus standard designed to allow microcontrollers and 
devices to communicate with each other in applications without a host computer. It is a standard that is 
used to allow Electronic Control Units (ECUs) to communicate in an efficient manner without a central 
computer. Messages are broadcast in a system that requires very little physical wiring, making the CAN 
bus low cost, robust and efficient. 

Physically, CAN consists of two dedicated wires for communication. These wires are called CAN high and 
CAN low. When the CAN bus is in idle mode, both lines carry 2.5V. When data bits are being transmitted, 
the CAN highline goes to 3.75V and the CAN low drops to 1.25V. 

High speed CAN networks are terminated with 120 ohm resistors on each end of the network. Low 
Speed/Fault Tolerant CAN offers baud rates from 40 Kbit/sec to 125 Kbits/sec. This standard allows CAN 
bus communication to continue in case of a wiring failure on the CAN bus lines. 

CAN bus interface 
J1939-style messaging  CAN2.0B   

 

7.1 CAN Bus Configuration 

The following items may be configured using the Access Communication Controller Register Command.  
Changes to the configuration take effect after reset. 

 
Address Parameter Range Default Description 
0x1000 Software Version   Read-only software version 
0x2000 Node ID 1-254 128 CANBUS Node ID 
0x2001 CAN Baud rate 0-2 1 0 = 125k 

1 = 250k 
2 = 500k 

0x2301 CAN Priority 1-7 6 Sets the priority of broadcast CAN messages 
0xFFFF RESET  N/A A write to this address causes the controller to 

reset. 
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7.2 Motor Configuration 

The tables in this section summarize the available configuration options.   

The Address column refers to a controller register address in hexadecimal format.  For example, Address 
19 refers to register 0x19.  Where a specific bit within a register is addressed, it is shown as rr:xx, where 
rr indicates the register in hexadecimal format, and xx indicates the bit number. 

Example: Address 17:05 indicates bit 5 of register 0x17.   

The following items may be configured using the Access Motor Controller Register Command Message: 

Address Parameter Units Range Default Description 
8A Target 

Speed 
RPM 1-50000 2800 In speed-control mode, the desired RPM 

of the motor shaft. In throttle mode, the 
desired RPM of the motor shaft at full 
throttle. Zero to disable speed control 

30 Min Speed RPM 1-50000 2600 In throttle mode, the desired RPM of the 
motor shaft at minimum throttle 

26 Idle Timeout Minutes 0-255 5 Controller automatically powers off after 
idle period.  0 to disable auto poweroff. 

2C Max 
Forward 
PWM 

 0-255 255 Limits the maximum output voltage to the 
motor when driving forward. Higher=more 
voltage 

2D Max 
Reverse 
PWM 

 0-255 255 Limits the maximum output voltage to the 
motor when driving reverse. Higher=more 
voltage 

36 Acceleration 
Rate 

10 ms 0-255 128 The period at which the output voltage 
increases when accelerating.  
Higher=slower acceleration 

37 Deceleration 
Rate 

10 ms 0-255 200 The period at which the output voltage 
decreases when decelerating.  
Higher=slower deceleration 

38 Key Off 
Deceleration 

 0-15 7 Controls deceleration rate on keyswitch 
off. PWM decrements every (2^n)/12.8 ms 

3D Fault 
Deceleration 

10 ms 0-255 100 The period at which the output voltage 
decreases when a fault occurs.  
Higher=slower deceleration 

45 Idle 
Holdover 

10 ms 0-255 100 Time period when the controller resists 
motor rotation after deceleration is 
complete.  Higher=longer time.  

85 Stall 
Detection 
Time 

10 ms 0-255 100 Time period after which a stall is reported 
if no rotor motion is detected 

8C:0 Invert 
Throttle 
Polarity 

 true/false false If true, a higher voltage indicates a lower 
throttle level 
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Address Parameter Units Range Default Description 
8C:1 Bidirectional 

Throttle 
 true/false false If true, throttle neutral is 2.5V 

8C:2 Use Throttle 
Offset 

 true/false false If true, applies a voltage offset to the 
throttle input 

8C:3-7 Throttle 
Mode 

 0:Direct 
Drive 
throttle 

  

1: Throttle 
RPM Mode 

     

2: Direct 
Throttle 
Mode 

0 Controls 
how the 
throttle 
input is 
used 

   

1A Throttle 
Minimum 

5V/256 
~=19.5mV 

0-255 14 Throttle Minimum level. Lowest valid 
input voltage 

1C Throttle 
Maximum 

5V/256 
~=19.5mV 

0-255 208 Throttle Maximum level. Highest valid 
input voltage 

5F Throttle 
Offset 

5V/256 
~=19.5mV 

-128-127 0 Throttle offset voltage (for bidirectional 
throttles, not centered halfway between 
"min" and "max"). 

19 Throttle 
Deadband 

5V/256 
~=19.5mV 

0-255 9 Throttle deadband (used for bidirectional 
throttle) 

1B Throttle 
Failband 

5V/256 
~=19.5mV 

0-255 255 Throttle failband offset (below "min" and 
above "max") before throttle fault is 
declared. 

8E:4 Drive 
Direction 

 0:Use 
FWD_REV_N 
pin 

  

1:DO NOT 
DRIVE (for 
auto-ramp 
mode only, 
otherwise, 

use 
FWD_REV_N 

pin) 

     

2:Reverse 
Only 

     

3:Forward 
Only 

2 Controls 
how the 
controller 
decides 
whether 
to drive 
the motor 
forward 
or reverse 
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Address Parameter Units Range Default Description 
50 Quickstop 

Hold Time 
sec 0-255 1 Quickstop holdover time (once quickstop 

is released) 
 

7.3 CAN Bus Operation and Messages 

The CAN bus interface used J1939-style proprietary messages.  Each controller has an ID, which should 
be unique in the system in order to allow proper operation of the CAN bus. 

The controller broadcasts various status messages periodically.  The message contents are described 
below and are intended to convey status information about the motor controller. 

The controller accepts command messages directed at its ID, which allow, for example, configuration 
parameters to be modified. 

7.3.1 Motor Drive Status Message 

PGN: 0xFF00 
Default Priority:  6 
Interval: 100ms 

Start Length Parameter  Format 
1 1 byte Reserved  
2 1 byte Output Current Measured output current in Amps (2’s 

complement, current divided by 2) 
3 1 byte PWM Output Unsigned 0-255.  Indicates proportion of output 

PWM (255=100%) 
4 5 bytes Reserved  

 

7.3.2 Monitor Status Message 

PGN: 0xFF01 
Default Priority:  6 
Interval: 1000ms 

Start Length Parameter Name Format 
1 1 byte Temperature Measured Controller temperature (C) 
2 1 byte Supply Voltage Measured supply voltage (V) multiplied by 4 
3 6 bytes Reserved  
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7.3.3 Output Status Message 

PGN: 0xFF02 
Default Priority:  6 
Interval: 500ms 
 

Start Length Parameter  Format 
1 1 byte Analog Output 1 PWM Proportion of output PWM on AN1 

(255=100%) 
2 1 byte Analog Output 2 PWM Proportion of output PWM on AN2 

(255=100%) 
3 6 bytes Reserved  

 

7.3.4 System Status Message 

PGN: 0xFF03 
Default Priority:  6 
Interval: 1000ms 
 
Start Length Parameter  Format 

1 1 byte System State Bitmapped state codes: 
0: SYSTEM_NORMAL 
Bit  0:  SYSTEM_OVERHEAT 
Bit  1:  SYSTEM_MOTOR_STALL 
Bit  2:  SYSTEM_UNDER_VOLTAGE 
Bit  3:  SYSTEM_OVER_VOLTAGE 
Bit  4:  SYSTEM_CURRENT_LIMIT 
Bit  5:  SYSTEM_OVERVOLT_IDLE 

2 1 byte Motor State Enumerated state codes: 
0  POWER_UPDOWN 
1  DRIVE_FETS_OFF 
2  DRIVE_FETS_ALL_LOW 
8  DRIVE_OVERVOLT_PROTECT 
9  DIAGNOSTIC_FAULT 
10  OPERATING_FAULT_DECEL 
11  OPERATING_FAULT_ZERO_PWM 
16  DRIVE_RVS_ZERO_PWM 
17  DRIVE_FWD_ZERO_PWM 
24  DRIVE_RVS_NORMAL 
25  DRIVE_FWD_NORMAL 

3 2 bytes Reserved  
4 1 bytes Fault Code Active fault (0=None) 
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Start Length Parameter  Format 
5 3 bytes Reserved  

 

7.3.5 Throttle 1 Status Message 

PGN: 0xFF04 
Default Priority:  6 
Interval: 100ms 

 
Start Length Parameter  Format 

1 2 bytes Throttle 1 Analog Unsigned (LSB, MSB) 
 

3 1 byte Throttle 1 Command Unsigned 0-255.  Indicates proportion of scaled 
throttle (255=100%) 

4 5 bytes Reserved  
 

7.3.6 Speed Status Message  

PGN: 0xFF05 
Default Priority:  6 
Interval: 250ms 
 

Start Length Parameter    
1 2 byte Actual RPM Unsigned (LSB, MSB). Measured motor speed 

in RPM.  Only used in brushless system. 
3 2 byte Target RPM Unsigned (LSB, MSB).  Only used for Brushless 

motor in speed control mode, target motor 
speed in RPM 

3 4 bytes Reserved  
 

7.3.7 Command Message 

PGN:   0xEF00 
Default Priority:  6 

The Command message allows directed (addressed) command sequences to be sent to the controllers.   

The payload contains up to 8 bytes, which are command-specific. 
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A command sent from a (source) to a (target) is normally followed by a response from the (target) to the 
(source). 

 

Note: 
 
In the commands below, “lsb” refers to the least significant byte of a 16-bit integer, and 
“msb” refers to the most significant byte. For example, 4000 decimal equals 0x0FA0 in 
hexadecimal.  The msb is 0F and the lsb is A0.  

 

The first byte of the Command payload identifies the type of command to be executed. 

ID Definition 
0x48 Access Motor Controller Register 
0x49 Access Communication Controller Register 

 

7.3.7.1 Access Motor Controller Register 

If a command is successful, the operation code will be replaced with 0x60 and the rest of the original 
message will be echoed back. If the command was a read, data will be inserted into the message.   

If command is invalid, no response will be returned.  

16-bit commands add another data byte. First data byte goes into start address, and second byte goes 
into start address + 1. 

After writing EE parameter(s), the unit must be power-cycled for the change to take effect.  Writes to 
Shadow EE take effect immediately but are not preserved when power is cycled. 

Start Length Parameter  Format 
1 1 byte Command (0x48) Access Motor Controller Register 
2 1 byte Operation Read EE Command - 0xC1 

Write EE Command - 0xC0 
Read Shadow EE Command - 0xC3 
Write Shadow EE Command - 0xC2 
Read Ram Command - 0x05 
Write Ram Command - 0x04     
Read High Ram Command - 0x07 
Write High Ram Command - 0x06 
Read Ram 16 bit Command - 0x15 
Write Ram 16 bit Command - 0x14     
Read High Ram 16 bit Command - 0x17 
Write High Ram 16 bit Command - 0x16 
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Start Length Parameter  Format 
3 1 byte Address Register address 
4 1/2 byte Data Data to be written (1 byte for 8-bit 

writes, 2 bytes for 16-bit writes, N/A for 
read operations) 

 

7.3.7.2 Access Communication Controller Register 

If a command is successful, the operation code will be replaced with 0x60 and the rest of the original 
message will be echoed back. If the command was a read, data will be inserted into the message.   

If command is invalid, the operation code will be replaced with 0x08 and the rest of the original message 
will be echoed back.  

Start Length Parameter  Format 
1 1 byte Command (0x49) Access Communication Controller 

Register 
2 1 byte Operation Read Command - 0x43 

Write Command - 0x2B 
3 2 byte Address Register address 
4 1 byte Data Data to be written (N/A for read 

operations) 
 

7.4 CANBUS Communication Examples 

The following examples assume the Motor Controller ID is 128 (0x80) and a diagnostic device with 
address 0x90 is communicating with the motor controller. 

Operation Example Comment 
Read Node ID 18EF8090 49 43 00 20 00 Read current node id 
Set Node ID 18EF8090 49 2B 00 20 C8 Set to 200 (0xC8) 
Read Throttle Deadband 18EF8090 48 C1 19 00 00 Read from EEPROM 
Write Throttle 
Deadband 

18EF8090 48 C0 19 05 00 Write to EEPROM 

Read Software Version 18EF8090 48 15 00 00 00 Reads two-byte version (major/minor 
version) 
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8 Troubleshooting and Diagnostics 

This section provides references to the latest troubleshooting and error code information for the 
Phoenix P125 and the CS1171 Hand-Held Programmer. 

The most current information is always available from the Control Solutions website. Table 18 provides 
direct links to the web pages for the Phoenix P125 LED Error Codes, CS1171 Error Displays and related 
troubleshooting information. 

 
Table 27  Website Assistance Locations 

Product Website URL 
Motor controller http://www.controls.com/index.php/support/troubleshoot/motor-

controller 
Hand-Held Programmer http://www.controls.com/index.php/support/troubleshoot/hhp 

 

8.1 Contacting Customer Service 

Customer Service is a top priority at Control Solutions. We are committed to being a leader in our 
industries, while providing our customers with superior quality, value, and service. We are here to help 
you find answers to your Control Solutions LLC-related questions. 

If you have any questions, experience technical problems, or need any parts or service, contact Control 
Solutions LLC Customer Service during normal business hours (Monday-Friday, 8:00 a.m. – 5:00 p.m. 
Central Time) at (630) 806-7062. 

 
  



   
 
 
 

 
Phoenix P125 Motor Controller User Guide  Section 8  Troubleshooting and Diagnostics      84 

 
 
 
 
 
 
 
 
 
 
 
This page intentionally left blank. 
 
 



   
 
 
 

 
Phoenix P125 Motor Controller User Guide  Section 9 Parameter Setting Worksheet     85 

9 Parameter Setting Worksheet 

Use the following worksheet to document your parameter values. 

 
Table 28  Parameter Setting Worksheet 

Parameter Value Parameter Value Parameter Value 
Main Menu  In FWD acl  Misc2 invert  
FWD speed  In FWD dcl  Misc3 invert  
RVS speed  In FWD dch  Misc4 invert  
Min speed  In RVS acl  Shutdown  
FWD accel  In RVS dcl  EMBrake  
FWD decal  In RVS dch  Options Menu  
FWD>RVSdcl  In mot cmp  RVS beep  
RVS accel  Advanced Menu  Uni rvs beep  
RVS decal  Fwd Plg Tm  Beep error  
RVS>FWDdcl  Rvs Plg Tm  Soft qstop  
Motor comp  Regen off  Debug volts  
Throtl scl  Idle push  CHG to DRV  
Deadband  Creep spd  Diagnostics  
Failband  In CRP spd  Brake diag  
Push speed  Seq chrg led  Fast curlim  
Hold time  Save boost  Step curlim  
Ramp shape  Flash qstop  Flsh chrgstrt  
Comp rspns  Fail dbstrt  Fast chgled  
Brake time  Fail qstop  Moment key  
Keyoff dcl  Serial throt  Timed key  
Batt res  Analog throt  Accel drive  
Timeout  Sertht throt  Tht lmt bst  
Flash V  Invrt sertht  Acl lmt bst  
Full V  Rollbck A  Soft decel  
Cur lim lo  Double pull  Qstop hi  
Cur lim hi  In/Out cur  Indoor hi  
Cur time  Shabat  Unidir thrt  
HHP Cntrst  Full e2 sel  0V tht neut  
Indoor 
Menu 

 Misc 1&2  AnIn throt  

In FWD spd  Misc 3&4  MaxSpd thrt  
In RVS spd  Misc1 invert  Invert thrt  

                   
 



   
 
 
 

 
Phoenix P125 Motor Controller User Guide  Section 9 Parameter Setting Worksheet     86 

 
 
 
 
 
 
 
 
This page intentionally left blank. 
 



   
 
 
 

 
Phoenix P125 Motor Controller User Guide  Section 10 Maintenance      87 

10 Maintenance 

Information goes here 

Information goes here 

Information goes here 

Information goes here 
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Appendix A 

[Pin numbers and locations] 
 
 
 
 


